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PART 79

MOTOR VEHICLE INSPECTION
(Starutory authority; Vehicle and Traffic Law, §§ 215, 301, 302, 303, 304, 305)
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Historical Note
Part repealed, new (3§ 79.1-79.23) filed June 5, 1979 eff. Sept 1, 1979.

§79.1 Definitions.
For the purposes of this Part, the foliowing terms shall have these meanings:

(a) Certificate of inspection (form VS-1082, VS-1082 HV or VS 1082E). A sucker secured
from the Department of Motor Vehicles by an official inspection siation, issued by such station
and affixed 10 a vehicle as prescribed by these regulations to evidence the satisfactory completion
of an inspection of that vehicle in compliance with article V of the Vehicle and Traffic Law and
this Part. Such sticker, when properly issued, is valid until midnight of the expiration date printed
on the sticker, or, if no expiration date is printed on the sticker, until midnight on the last day of
the month punched thereon, of U indicated year.

() Inspection rejection notice. A centificate secured from the Depaniment of Motor Vehi-
cles (VS-1075) or printed by a computerized vehicle inspection system by an official inspection
station, issued by such station 10 a motorisi as prescribed in this Part. The cenificate informs the
motorist why the vehicle is being rejected.

(¢} [Reserved] ]

(d) Motor vehicle. Every vehicle included in the definition of the term motor vehicle as sct
forth in section 125 of the Vehicle and Traffic Law, and every vehicle included in the definition of
the term limited use automobile as sct forth in section 121-a of the Vehicle and Traffic Law, as
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§79.1 TITLE 15 MOTOR VEHICLES

well as all trailers, set forth in section 156, except those vehicies specifically set forth in
subdivisions (d) and (¢) of section 79.2 of this Pan.

(¢) Moior vehicle inspection record (VS-1074). A form secured from the Deparument of
Motor Vehicles by an official inspection station. This form is used 1 record the inspections,
feinspections and the results thereof, and a record of certificates of inspection, and inspection
rejection notices issued but is not 10 be used to record information on inspections for vehicles
subject 1o vehicle exhaust emissions inspection.

(f) Motor vehicle registered in this Siate. Every vehicle included in the definition of the
term molor vehicle as se1 forth in subdivision (d) of this section, for which a centificate of
registration has been issued pursuant to section 401, 420 or 1161 of the Vehicle and Traffic Law
or for which a nonresident seasonal farm laborer vehicle cenificate has been issued pursuant w0
subdivision 4 of section 250 of the Vehicle and Traffic Law. A vehicle ceases 1o be a motor
vericle registered in this State at such time as the registration for such vehicle expires because of
transfer of ownership or destruction of such vehicle. A motor vehicle owned or congolled by a
dealer or transporter and legally being operated with dealer or transporter plaies is not a motor
vrhicle registered in this State,

(g) Official safety inspection siation. Any person, association or corporation which has
been issucd a license by the Commissioner of Motor Vehicles, pursuant 1o section 303 of the
Vehicle and Traffic Law, to conduct safety inspections of motor vehicles exempt from the
ciissions inspection fequirement,

(h) Official inspection siation (fleet). Any person, association or corporation having more
than 25 motor vehicles registered in jts name which has been issued a license by the Commis-
sioner of Motor Vehicles to conduct inspections of motor vehicles regisiered in its name or leased
by it for a period greater than 30 days, and moior vehicles owned by its employees; or any
municipality having more than five motor vehicles registered in its name which has been issued 2
license to conduct inspections of motor vehicles registered in its name or leased by it for a period
greater than 30 days: and cenain vehicles of other municipalities as set forth in section 79.15 of
this Part.

(i) Official inspection siction (dealer). Any person, association or corporation, licensed as a
dealer under section 415 of the Vehicle and Traffic Law, which has been issued a license by the
Commissioner of Motor Vehicles 10 conduct inspection of motor vehicles held by such dealer for
sale or demonstration, and motor vehicles owned by employees of such dealer.

() Ten-day extension certificate (form VS-1077). A sticker secured from the Deparument of
Motor Vehicles by an owner of a motor vehicle and affixed to said motor vehicle to evidence that
the time within which such motor vehicle must be inspected has been extended for a 10-day
period as stated on the cenificate.

(k) Certified motor vehicle inspector. A person who has been issued a cenificate authoriz-
ing him to conduct inspections of motor vehicles and/or motorcycles or tailers, by the Commis-
sioner of Motor Vehicles pursuant to section 303(a) of the Vehicle and Traffic Law.

Q) Motor vehicle inspector’s certificate (form VS-26). A document issued by the Commis-
sioper of Motor Vehicles to a person authorizing such person to conduct periodic inspections of
motor vehicles and/or motorcycles or trailers. The certificates are categorized as follows:

Group 1 —allows an individual to conduct safety and low enhanced emissions inspections of
motor vehicles which seat 15 persons or less, plus drivers, and trucks and trailers under 18,000
pounds MGW, but not of motorcycles.

Group 2—allows an individual to conduct safety inspections of motor vehicles and trailers
over 18,000 pounds MGW, all tractors, all semi-trailcrs, and motor vehicles with seating
capacity greater than 15 persons, plus drivers.

Group 3—allows an individual to conduct safety inspections of motorcycles.

Group D—allows an individual to conduct high enhanced emissions inspection (must
always be accompanied by a group 1 or 2 cenification).
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CHAPTER I COMMISSIONER'S REGULATIONS §79.2

Group E—allows an individual to conduct exhaust emissions inspection until the implemen-
tation of the high enhanced program (must always be accompanied by a group | or 2 centifica-
ton).

(m) New York Metropoliian Air Region (NYMA). 'This region comprises the counties of
Suffolk (except Fisher's Island), Nassau, Kings, Queens, Richmond, New York, Bronx, West-
chester and Rockland.

(n) Official emissions inspection swtion. Any person, association or corporation which has
been issued a license to conduct both safety and vehicle exhaust emission inspections of motor
vehicles by the Commissioner of Motor Vehicles pursuant to sections 301, 302 and 303 of the
Vehicle and Traffic Law. Effective with the implementation of the Enhanced Emission Inspection
Program, the official emissions inspection siation license shall 0o longer be valid.

(0) Computerized vehicle inspection sysiem.  This consisis of an exhaust emission analyzer,
related hardware and sofiware.

(p) Official high enhanced emissions inspection station. ~Any PeTION, ASSOCIALON OF COrPO-
ration which has been issued a license to condurt both vehicle safery and high enhanced exhaust
emission inspection in the NYMA.

(q) Official low enhanced emissions inspection station.  Any person, association or corpora-
tion which has been issued a license to conduct both safety and vehicle low enhanced emissions
inspection in areas geographically outside of the NYMA.

(r) Temporary certificate of emissions waiver (form VS-1078). A cenificate secured from
the Depaniment of Motor Vehicles by an owner of a motor vehicle and affixed to said motor
vehicle above the valid New York safety inspection sticker to evidence temporary waiver from
the high enhanced emissions portion of annual inspection.

(s) Implemeniation of the enhanced /M programs. The enhanced UM programs shall be
implemented when the inspection stations performing the enhanced UM inspections are deemed
10 be fully operational by the commissioner.

Historical Note

Sec. amds. filed: Sept. 15, 1966; May 31, 1968; Jan. 4, 1971; Nov. 30, 1976; repealed. new
filed June 5, 1979; amds. filed: Dec. 17, 1980: April 30, 1981; Dec. 31, 1981; Oct 25, 1982;
Feb. 4, 1986, Dec. 29, 1989 as emergency measure; Feb. 26, 1990; Nov. 9, 1990. Nov. 15,
1994 as emergency measure; Feb. 13, 1995 as emergency measure. April 17, 1995 as emer-
gency measure, expired 60 days after filing; Aug. 1, 1995 as emergency measure; Oct. 27,
1995 as cmergency measure; Dec. 22, 1995 as emergency measure, expired 60 days afier
filing; Feb. 16, 1996 as cmergency measure; May 15, 1996 as cmergency measure; July 12,
1996 as excrgency measure; Sept 9, 1996 as emeTgency teasure; Nov. 7, 1996 as emergency
measure; Jan. 6, 1997 as emergeacy measure; March 7, 1997 as emergency measure;, May 5,
1997 as emergency measure; May 19, 1997 eff. June 4, 1997,

§79.2 Vehicles subject to inspection.

(a) Al motor vehicles registered in this State must be inspected in accordance with the
provisions of this Pant unjess expressly excluded by subdivisions (d) and (e) of this section.

(b) Except as provided in paragraph (3) of this subdivision, every motor vehicle (including a
trailer, other than a mobile home trailer) sold or transferred for use on the public highways of this
State by a dealer licensed under section 415 of the Vehicle and Traffic Law w any person other
than another such licensed dealer, must be inspected and bear a valid certificate of inspection
prior to delivery to the purchaser or transferee.

(1) For the purpose of this Part, motor vehicles classified as new vehicles, demonstrators,
and used vehicles, are vehicles which are sold or tranaferred for use on the public highways of
the State. .

(2) For the purpose of this subdivision, a valid cenificate of inspection shall be one which
was issued after an inspection made within 30 days of the date of sale as indicated by the date of
sale on the certificate of sale (form MV-50).
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§79.2 TITLE 1S MOTOR VEHICLES

(3) Registered dealers do not have 10 inspect vehicles classified on the cenificate of sale,
MV.50, as “chassis,” “FDD" (factory direct delivery), O of §" (out of sie), “junk” or
“wholesale.” Such indication should appear in the inspection block on the MV-50.

(4) A motor vehicle 30ld to a norresident. which motor vehicle is to be immediately
registered in the home state of such noaresident, shall not be deemed a motor vehicie sold or
transferred for use on the public highways of the State and does not have to be inspected prior
1o sale.

(¢) Every motor vehicle must be inspected and bear a valid cenificate of inspection before an
original registration, reregistration or renewal registration for that motor vehicle may be issued,
except that on a vehicle requiring a safety only or a low enhanced emissions inspection. an
original registration or reregistration may be issued without an inspection having been made if the
applicant for such registration obtains 3 10-day time extension cenificate for the motor vehicle
which is to be registered. A vehicle that requires high enhanced emissions inspection in order o
obtain an original or reregisoation transaction may be issued a temporary registration. A vehicle
s0ld as junk is pot entitled to a 10-day time exiension or 8 Lemporary registration and must be
inspected before »n original or reregistration is issued,

Note: A motor vehicle may be inspectzd as ofien as the owner may choose, so
long as said vehicle is inspected at least once i any given 12-month
period.
(@) The following are excluded from the tzrm motor vehicle, and need not be inspected:

(1) fire vehicles, except ambulances;
(2) tractors used exclusively for agricultural purposes;

(3) wehicles inspected by or operating under a certificate of inspection authorized by the
State Deparunent of Transportation or the Federal Department of Transportation except vehi.
cles registered as school cars, (operation under a cenificate of operating authority issued by
either agency, without an inspection having been made, does not conslitute operating under
such cenificate of inspection);

(4) wvehicles with 3 GVW of more than 8,500 pounds of a municipally owned and operated
transit system;

(5) farm vehicles regisiered under subdivision 13 of section 401 of the Vehicle and Traffic
Law. Farm vehicles are those operated upon a public highway connecting by the most direct
route any farms or portions of a farm under single or common ownership or operation;

(6) wehicles subject to inspection and licensing by local authorities, provided such inspec-
tion by such Jocal authorities conforms with the standards herein established by the Commis-
sioner of Motor Vehicles;

(7) houst trailers or mobile homes when sold for purposes other than registration and
operation on the highways, until such time as these vehicles are 1o be regisiered for operation
on the highways,

(8) wehicles oot registered in this State; and

(9) special purpose commercial vehicles including vehicies with “STATE™ or “OFFI-
CIAL" plates which would be registered as special purpose commercial vehicles if they were
privaiely owned and registered. These special purpose commercial vehicles have the following
body types: agricultural spreader or sprayer, earth mover, feed processing machine, fire
vehicle, power shovel, road building machine, road roller, road sweeper, sand spreader, snow
plow, tractor crane, truck crane, truck with small wheels (such as a forklift), well drilier and
well servicing rig. .

(¢) Motoreycles and limited use motorcycles are excluded from the term movor vehicle for the
purposes of this Part but are subject to the provisions of Part 80 of this Title, entitled “Motorcycle
Inspection.”
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() The following vehicles, which are subject to safety inspection, are exempt from the
emissions portion of that annual inspection in the counties of Bronx, New York, Kings. Queens,
Nassau, Rockland, Westchester, Richmond and Suffolk:

(1) [Reserved)

(2) non-gasoline powered vehicles;

(3) motor vehicles propelled by a two-cycle spark ignition engine designed to burn a
mixture of gasoline with oil;
mgd) vehicles being sold as “new” or “demonstrator,” as defined by section 78.2 of this Title;

(5) wehicles registered as historical vehicles.

NOTE: UPON IMPLEMENTATION OF THE ENHANCED EMISSIONS INSPECTION
PROGRAM SUBDIVISION (F) OF SECTION 792 1S REPEALED AND A NEW SUBDIV1-
SION (F) IS ADDED TO READ AS FOLLOWS:

() The following vehicles, which are subject to safety inspection, are exempt from the high
and low-enhanced emissions portion of that annual inspection:

(1) vehicles 26 mode! years or older;
(2) diesel and electric;

(3) motor vehicles propelled by a two-cycle spark ignition engine designed to bum a
mixture of gasoline with oil;

(4) wvehicles being sold as “new” or “demonstrator,” as defined by section 78.2 of this Tile
are exempt for two model years; and

(5) vehicles registered as historical vehicles.

(8) A vehicle registered with official plates or Swate plazes shall be subject 10 the same
inspection it would be subject to if it were privately owned and registered.

Historical Note

Sec. amds. filed: Sept. 15, 1966, May 31, 1968, Dec. 18, 1969; Aug. 16. 1971, Dec. 29,
1972; Oct. 27, 1975, Nov. 2, 1977, repealed, new filed June 5, 1979, amds. filed: Dec. 17,
1980; Oct 25, 1982, Jan. 29, 1985 s emergency measure; March 11, 1985, Nov. 9, 1990, O
25, 1991; Nov. 15, 1994 as emergency measure; Feb. 13, 1995 as emergency measure; April
17, 1995 & emergency measure, expired 60 days after filing; Aug. 1. 1995 as emergency
measure; Oct. 27, 1995 as emergency measure; Dec, 22, 1995 a3 emergency messure, expired
60 days afier filing; Feb. 16, 1996 as cmergency measure; May 15, 1996 as emergency
measure; July 12, 1996 as emergency measure; Sept. 9, 1996 as emergency measure; Nov. 7,
1996 a3 emeTgency measure.; Jan. 6, 1997 as emergency measwe; March 7. 1997 as emergency
measure; May 5, 1997 as emergency measure; May 19, 1997 eff. June 4, 1997.

§79.3 Schedule of inspection.

(a) Every motor vehicle and trailer registered in this State is required o be inspected again
prior 10 the expiration date printed on its current inspection sticker. Provided, however, that if no
expiration date is printed on the current inspection sticker, then it is required w be inspected
within one year from the last day of the month in which said vehicle last successfully completed a
prescribed inspection. Every motor vehicle and trailer also must be inspecied upon change of
owner.

Historical Nete

Sec. arnds. filed: July 13, 1964; Jan. 6, 1966; repealed, new fled Sept. 15, 1966, amds. filed:
May 31, 1968; Dec. 29, 1972; repealed. new filed June 5, 1979, amds. filed: Dec. 29, 1989 »
emeTgency measure; Feb. 26, 1990: Feb. 16, 1996 as coergency measure; May 15, 1996 as
emergency measure; July 12, 1996 as emergency measure; Scpt. 9. 1996 as emergency
measure; Nov. 7, 1996 as emergency measure; Jan. 6, 1997 as emergency measure; March 7,
1997 us emergency measure; May 5, 1997 m cmergency measure; May 19, 1997 eff. June 4,
1997. Amended (a).
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§79.4 TITLE 1S MOTOR VEHICLES

§ 79.4 Inspection information.

(a) Upon application to the commissioner, the owner of a motor vehicle required 10 be
inspected may request an extension of time to have the inspection made. Such exiension of time,
not to exceed 10 days, may be granted by the commissioner if, in his discretion, reasonable
grounds exist for its issuance. The extension must be affixed to the motor vehicle in the jower left
comer of the inside of the windshield.

{b) Where a nonresident becomes a resident of this State, a certificate of inspection issued by
any other jurisdiction to & motor vehicle owned by him will be accepied in lieu of a centificate of
inspection issued in this State. Such a certificate wil] be valid until the expiration date of the out-
of-state cenificate, or one year from the date of New York registration, whichever occurs first
Upon expiration of the out-of-state cenificate, the motor vehicle must be inspecied and bear a
certificate of inspection from an official New York inspection station.

() A cenificats of inspection issued by any other jurisdiction which has a compulsory
periodic inspection program o & motor vehicle which is concurrently registered (vehicle regis-
tered in more than one jurisdiction) in this Stawe and in the state or province of Canada which
issued the certificate of inspection will be accepted in lieu cf a centificate of inspection issued in
this State, Such a cenificate will be valid until the expiration daie of the out-of-state centificate,
provided the motor vehicle remains registered in such other state or province of Canada For
purposes of this Part, a vehicle with an International Registration Plan registration will be deemed
registered in every jurisdiction in which it may legally be operated.

(d) A residen: of the NYMA whose motor vehicle inspection sticker will expire while outside
the region or who purchases a vehicle from ouiside the region may apply to the commissioner for
a temporary ceniificate of emissions waiver (form V5-1078). The wemporary cenificale of emis-
sions waiver will be valid with a valid New York State safety inspection sticker for as long as the
regisiered vehicle is outside the NYMA. The temporary centificaie of emissions waiver will be
valid for 10 days afier entry into the NYMA by the motor vehicle.

Historical Note

Sec. amds. filed: Jan. 6, 1966, Sept. 15, 1966, May 31, 1968 July 10, 1969; Nov. 2, 1977,
repealed, new filed June 5, 1979; amds. filed: Apri) 30, 1981; Dec. 29, 1989 as emergency
measure; Feb. 26, 1990; Nov. 9, 1990; Aug. 1, 1995 as emergency measure: Oct. 27, 1995 as
emergency measure; Dec. 22, 1995 as cmergency measure, expired 60 days afier filing: Feb.
16, 1996 as emergency measure; May 15, 1996 a5 emergency measwre, July 12, 1996 as
emergency measure; Sept 9, 1996 as emergency measure; Nov. 7, 1996 as emergency
measure; Jan. 6, 1997 as emergency measure; March 7, 1997 as emergency measure; May 5.
1997 as emergency measure; May 19, 1997 eff. Junc 4, 1997. Amended (d).

§ 79.5 Effect of certificate of inspection and effect of inspection rejection notice.

(2) No motor vehicle required to be inspecied, as provided in these regulations and the
Vehicle and Traffic Law, shall be operaied on the public highways of the State unless a valid
cenificate of inspection is displayed on the vehicle.

(b) Upon failure of a vehicle 1o pass an inspection, the owner and/or operator of said vehicle
shall be notified that such necessary corrections or repairs may be made by a person or facility of
his choice, and that upon completion of such repairs the vehicle shall be submined for reinspec-
tion at any licensed official inspection station.

(c) Upon failure of a vehicie to pass an emissions reinspection, after a complete procedural
emissions repair as set forth by section 79.26 of this Pant has taken place, the motor vehicle
registrant may be eligible for an emissions waiver. Such waiver must be offered by the official
emissions inspection station if the required repairs resulted in at least a 25 percent reduction in the
failing pollutant and all other inspection requirements have been met.
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(d) Effective with the implementation of the enhanced I'M program, if & vehicle fails (o pass
( 2 high enhanced emission reinspection, the vehicle may be eligibie for 8 waiver if the conditions
contained in section 79.25(a) of this Part have been met.

Historical Note

Sec. amds. filed: Sept. 15, 1966, May 31, 1968; repealed, mew filed June S, 1979; amds.
filed: Dec. 17, 1980; Dec. 31, 198); Oct. 25, 1982; Nov. 9, 1990; Nov. 15, 1954 as emergency
measure; Feb. 13, 1995 s emergency measure; April 17, 1995 a3 cmergency measure, expired
60 days after filing: Aug. 1, 1995 a3 emergency measure; Oct, 27, 1995 as emergency measyre;
Dec. 22, l”Snwncyme.uphdﬁohysmmm; Feb. 16, 1996 s emergency
tocasure; May 15, 1996 as emergency measure; July 12, 1996 as emergency measure; July 12,
1996 as emergency measure; Sept. 9, 1996 a3 emergency measure; Nov. 7, 1996 as cmergency
measure; Jan. 6, 1997 as emergency measure; March 7, 1997 a5 cmergency neasure; May 5,
1997 as emcrgency measure; May 19, 1997 eff. June 4, 1997, Added ).

§79.6 Inspection sticker fees. . :
() The fee for a cenificate representing that s vehicle has passed a safety inspection is $2.
(®) The fee for a cenificate representing that a vehicle has passed an emissions inspection is
$2.

(c) The fee for a centificate representing that a vehicle has passed a combined safety and
emissions inspection is $4.
Historical Note

Scc. amd. filed Sept 15, 1966; repealed, new filed June S, 1979; amds. filed: Dec. 17, 1980;

Dec. 31, 1981; repealed, filed Oct. 25, 1982; new filed: Sept. 30, 1993 as emergency measure;

Dec. 10, 1993; amds. filed: Feb. 16, 1996 as tmergency measure; May 15, 1996 &s emergency

measure; July 12, 1996 a5 emergency measure; Sept. 9, 1996 as emergency measure; Nov. 7,

( 1996 as emergency measwre; Jan, 6, IMnmymmnpmwdnyuhnﬁhng.

§79.7 OmMdial inspection station Licenses.

(2) Inspections will be made only by official inspection stations currently licensed by the
commissioner. Centificates of inspection and inspection rejection notices will be issued only by
official inspection stations currenuy licensed by the commissioner. Before issuing licenses to
such stations, the commissioner, afier Appropriate inquiry and investigarion, must be satisfied thar
the station is properly equipped and has in its employ ar least one full-time employee who is an
sppropriaiely centified motor vehicle inspector 1o conduct the type of inspections for which the
station is licensed.

() Each application for a new license 1o operate an official inspection siation toust be made
on a form prescribed by the commissioner and must be accompanied by an application fec of $25,
which is not refundabie. If the application is spproved, a license will be issued upon payment of
an additional fee of $5 fwmhmmmﬁ:cﬁmthcmof&omtbedauofusumwiu
expiration date, but in no event shall the fee for one year exceed $50 or $100 for two years. In the
event that an applicant desires to establish inspection facilities at locations which the commis-
sioter considers as separate and different locations, a separate application must be made and a
scparate fee paid for each location.
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§79.7 TITLE 1S MOTOR VEMICLES

(1) Except as modified by paragraph (2) of this subdivision, an inspection station may
charge a fee which may not exceed, but may be less than, the fee set by the foliowing scheduie: (

VEHICLE GROUPS INSPECTION FEE
MGW (maximum gross weight) for inspection purposes is the weight indicated
on the vehicle registration certificate.

GROUF |
(a) (1) Safety inspection of all passenger vehicles, including suburbans, with ’ (
scating capacitics of 15 persons or less, plus drivens, and trucks of 10,000
pounds MGW and under. 310
(2) Trucks over 10,000 up to 18,000 pounds MGW, except when the
registant requests & Group 2 (beavy vehicle) inspection. $15

(b) Safety inspection of trailers of 18,000 pounds MGW and under except those

trailers over 10,000 pounds MGW for which the registrants have requested

heavy vehicke inspection. $6
GROUP2

() (1) Safety ingpection of all tractors, trucks over 18,000 pounds MGW,
trucks 10.000 pounds to 18,000 pounds MGW when requesied by the
registant, passenger vehicles with seating capacities gresier than 15 persons,

plus drivers. £20
(2) All vrailers over 18,000 pounds MGW snd those trailers over 10,000
pounds MGW for which the regisirants request heavy vehicle inspection. 512
(b) All serrmi-trailers. $12 (
GROUPE

Emmissions w4t (required for all nonexempt vehicles in New York Metopolitan
Area) until the implementation of the High Enbanced Etmission Inspection

Program. $9
Afier implementation of the High Enhanced Enmission Inspection Program §25
Afier implementation of the Low Enhanced Emissions Inspection Program not more then § 4

(2) Official emission inspection station fees. Official emissions inspection stations must
perform both the safety and cmissions portions of an inspection on all vehicles which have
“NYMA" printed on the registration document.

(i) Prior 1o the implementation of the enhanced emission programs, these stations must
charge the combined inspection fee listed on the schedules in paragraph (1) of this subdivi-

sion for both parts of the inspection and musi charge the fee listed if performing just a safety

feinspection or an emissions reinspection.

(3) All fees lisied include the cost of the inspection cenificate. In the NYMA a combined (
safety and emissions certificate of inspection may be issued to a vehicle which is subject to and
has passed only the safety portion of the inspection, if “Safety Only" is printed on the sticker.

(4) lnspection fees are not subject to Siate and local sales tax.

(5) If alicensed inspection station desires to inspect vehicles in groups other than those for
which they are licensed, such station must first notify the commissioner who may approve such
change afier approprisie inquiry and investigation to determine that the stauon possesses L
qualified personnel, proper equipment and sufficient building arca.

(6) An official high enhanced emission inspection station must perform both the safety and
high enhanced emission portions of an inspection on all vehicles presented for inspection.
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(7) Anofficial low enhanced emission inspection station must perform both the safety and
low enhanced emission portions of an inspection on all vehicies presented 1o them. Vehicles
which have "NYMA"™ printed on the registration document may only be inspected if they
present a temporary certificate of emissions waiver form (VS-1078).

(d) Official inspection station licenses are not transferable. Where a change occurs in the
ownership of a station, except as set forth in subdivision (e) of this section, 8 pew application
accompanied by the prescribed fee must be made by the new owner. A change of location,
without & change in ownership, where the commissioner considers such a change as being 10 a
separate, new and different location, also requires a new application and fee. The commissioner
must be notified in writing of a change of name without a change of ownership or locations and in
such event no fee is required.

(¢) The commissioner must be notified immediately in writing if there is a change in the
members of a partnership. A license in the names of two or more persons as pantners or otherwise
shall not expire on change of ownership, as long as one person named as a panner remains the
owner or part owner. This policy applies where two or more pariners increase the number of
partners, but does ot apply where an individual forms a partnership nor where a corporation is
involved. Corporations must notify the commissioner immediately, in writing, of any COTPOTALION
officer changes.

(N The commissioner may iasuc a temporary permit to operate an official inspection station
to an applicant for a license, pending fina) action on an application for such license. Such permit
shall be in the form of an official leuer and will be valid for a period not in excess of 60 days from
the date of issuance.

(8) A fleet or dealer inspection license will not be issued or renewed for a facility owner who
already possesses a public inspection license at that location. A bolder of a fleet or dealer license
who wishes 10 obtain a public inspection license must surrender the fleet or dealer inspection
license upon issuance of the public inspection license.

(h) In order to perform emissions inspections in the NYMA, & station must be licensed as an
official emissions inspection station and be staffed and equipped to conduct safety and exhaust
emissions inspections pursuant 1o these regulations, After implemeniation of the Enhanced
Emission Inspection Program, a station must be licensed as an official high enhanced emissions
inspection station and be staffed and equipped 10 conduct safety and high enhanced emissions
inspections pursuant 10 these regulations. This subdivision does not apply to official inspection
stations restricted to the inspection of trailers, motorcycles, or any vehicles exempt from the
emission inspection requirement.

Historica) Note

Sec. amds. filed: July 6, 1965; Sept. 15, 1966; May 31, 1968; Jan_4, 1971; Dec. 25, 1972,
repesled, pew filed June S, 1979, xinds. filed: Feb. 28, 1980; March 31, 1980; Dec. }7. 1980:
Dec. 31, 1981; Oct 25, 1982; Jan. 17, 1985; Jan, 29. 1985; May 16, 1985, Sept. 20, 1985; May
2, 1989 as emergency measure; July 26, 1989 as comergency measure; Aug. 29, 1989; Dec. 29,
1989 as emergency measure. Feb. 26, 1990; Nov. 9, 1990, Nov. 30, 1990 as emeTgency
measure; Feb. 1, 1991; Sept. 30, 1993 as emergency measure; Dec. 10, 1993; Nov. 1S, 1994 as
emergency thessure: Feb. 13, 1995 a3 emergency messwe: April 17, 1995 as emergency
measure, expired 60 days after filing; Aug. 1, 1995 as emergency measure; Oct. 27, 1995 a8
emergency measure: Dec. 22. 1995 as emergeney messure, expired 60 days afier filing; Feb.
16. 1996 as emergency measwre; May 15, 1996 as emergency measwre: July 12. 1996 &
tmergency measure; Sept. 9, 1996 as emergency measure: Nov. 7, 1996 as emergency
measure; Jan. 6, 1997 as emergency measure; March 7, 1997 as emergency measure; May 5,
1997 a5 emergency messure; May 19, 1997 ¢fl. June 4, 1997. Amended (a), (b). (¢). (h).

§79.8 Duties of licensee.

(2) An applicant for 8 license for an official inspection station obligates himself 1o inspect
vehicles in accordance with these regulations. By issuing a certificate of inspection, the licensee
cenifies that:
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regulations have been inspecied in accordance with these regulations; and

(2) such equipment and mechanism comply with the regulations of the commissioner.

{b) The licensee is responsible for all inspection activities conducted at the inspection station.
The specific duties of an official inspection station are as follows:

(1) 10 conduct, as promptly as possible, a thorough and efficient inspection of any vehicle,
including » vehicle registered in another state, which the station is qualified 1o inspect, and
which is presented 1o the station for an official inspection. Such inspection must be performed
in the manner preseribed;

(2) 1o employ at all times, at least one full-time employee who is a centified motor vehicie
inspector to perform the services required by these regulations. Such full-time cenified motor
vehicle inspecior may be an employee or licensee. Only a certified inspecior may conduct a
periodic inspection of a vehicle;

(3) 1o maintain the minimum enclosed space, the necessary twols and equipment for
inspection as required by these regulations;

(4) to make these regulations and procedures available to all personnel centified 10 make
inspections;

(5) to make charges for inspections not in excess of the fec schedule, The inspection fec
must not include any payment for corrections, adjustments, repairs or sales wx;

" (6)-(7) [Reserved)

(8) to maintain a clean and orderly place of business with adequate supervision of employ-
ecs making inspections;

(9) to keep records of inspections, reinspections and the results thereof, and a record of the -
issued certificates of inspection which shall be available for examination during normal
business hours by any agent of the commissioner, or any other properly authorized law
enforcement officer. Such records are to be kept in the manner prescribed by the commissioner,
In additon, official emissions inspection station licensees and enhanced emissions inspection
station licensees must maintain records of emissions inspections, reinspections. and the results
thereof. Such records must be kept in the manner prescribed by the commissioner,

(10) 1o provide for safekecping cenificates of inspection, controlling their sequence of
issuance, and insuring that they are placed only on vehicles in accordance with these regula.
tions;

(11) to post prominently in the inspection station the official inspection station license,
schedule of inspection charges and any other documents required by the commissioner to be
posted; and

(12) to display on the outside of the premises an official inspection station sign. These
signs must meet the specifications required by the Commissioner of Motor Vehicles (see
section 79.13 of this Part), and be hung or mounted in such a manner that they are visible 1o the
public from outside the building.

{c¢) The inspection station will make an appointment when the vehicle cannot be inspecied in
a convenient time span. (

(1) When the inspection station is unable to ingpect a vehicle within a time span convenient
to the vehicle owner or operator, the inspection station shall set up an appointment for
performing the inspection. The appointment shall be in writing on the ingpection swation's
letterbead. The appointment notice shall include:

(i) the time and date of the future appointment;

(ii) the date of inspection refusal;

(iii) & description of the vehicle, consisting of its year, make and model;, -
(iv) name and address of the vehicle owner; and

(v) signature of the inspection station licensee or his designated employee,

(1) the brakes, sizering mechanism, lights and such othet equipment specified by these (,
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(2) The appointment date shall be not more than eight working days from the original
( reques! date.

(3) The inspection sution shall inspect the vehicle promptly when it is submitted for
inspection at the appointed time. . :

(4) The inspection station may charge a deposit for setting up an appointment. The deposit
may 501 exceed the fee for inspection. The deposit must be applied o the inspection fee if the
molorist appears for the appointment. The deposit may be forfeited to the inspection station if

( the motorist fails to keep the appointment.

Historical Note
Sec. amds. filed: July 6, 1965; Sept. 15, 1966, May 31, 1968; July 10, 1969 Jan. 4, 1971;

OcL. 27, 1975; repealed, new filed June §, 1979; amds. filed: Feb. 28, 1980; Dec. 17, 1980;

Dec. 31, 198]; Oct. 25, 1982; Feb. 4, 1986; Dec. 29, 1989 as emergency measure; Feb, 26,

1990; Nov. 9, 1990; Aug. 1, 1995 a3 emergrocy messure; Oct 27, 1995 as emergency

measure; Dec. 22, 1995 as emergency messure, expired 60 days after filing: Feb. 16, 1996 a5
etnergency measure; May 15, 1996 & cmergency memure; July 12, 1996 m emergency

measure; Scpt. 9, 1996 as emergency measure; Nov. 7, 1996 as emergency measure; Jan. 6,

1997 as emergency measure; March 7, 1997 as emergency measure; May S, 1997 &5 cmer-

geucy measure; May 19, 1997 ff. June 4, 1997, Amended (0X3)-(7), (9).

§79.9 Station requirements.
(s) Official inspection station licenses will be issued only to reputable applicants who possess
the required qualifications.
(b) Space. (1) The space requirements for official inspection stions, by class of station.
&re as follows:

( (i) Class 1 station: In a city or village having a population of less than 10,000, and in an
zrea outside a city or village, in any county of the State, a minimum enclosed area of 300
square feet is required.

(ii) Class 2 station: In a city or village with a population of 10,000 or more, & minimum
enclosed area of 600 square feet is required.

(2) Except as provided in paragraph (3) of this subdivision, in determining the srea
available to meet space requirements, office space, vehicle display area. supply area, or any
unusual obstructions, shall oot be part of the minimum area svailable 10 meet these require-
ments.

(3) [Reserved]

(4) The designated inspection areas of any station shall include, if a beadlight tester is
used, an area of 12 x 25 feet of level space, and if a screen tester is used to inspect beadlights, an
area of 12 x 45 feet of level space, and capable of being darkened.

(5) The enclosed area of any station must be large enough to accommodate any vehicle in
the group or groups which the station is permitted o inspect as indicated on the station's
application and license. For a heavy vehicle inspection station licensed 10 inspect semi-trailers,

( this requires a door and service bay height of at least 13 feet, 6 inches and 2 bay length of at
least 50 feet. For a heavy vehicle inspection station not licensed © inspect semi-trailers, this
requires a door and service bay height of at least 13 feet, 6 inches and a bay length of at least 35
feet

(6) Temporary expedients for obtaining additional space or facilities, such as tents, sheds
or so-called curb service will not be permined.
(7) If afier approval, the minimum space requirements are oot maintained, inspections may
( uotheperformnduthnmﬁununﬁlthenﬁnimummmtﬁrcmcnununin met. Any
agents appoinied by the commissioner are empowered 10 prevent further inspections by &
station for failure to maintain adequate space and W permit inspections 10 be made again upon
compliance with the requirements,
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(¢) Waivers of dimension requirements. (1) The commissioner, where such action is
required 10 provide adequate inspection facilities, may waive the space requirements in any
area of the State.

(2) The commissioner may waive the dimension standards for a fleet or dealer inspection
station ‘which inspects only vehicles owned or controlled by the fleet or dealer and which fit
into the suation.

(3) The comunissioner may waive the dimension standards for a public inspection station
which was licensed prior to January 1, 1990, where there is an undue hardship or such waiver is
in the public interest because of a lack of heavy vehicle inspection stations in an area. However,
no waiver will permit a station 10 inspect a vehicle which cannot fit into its building.

(@) Equipment. (1) All equipment and 1ools required by this section shall be properly
maintained in such a manner that an inspection may be conducted in conformity with these
regulations. Each station must have as a minimum the following equipment, before it will be
approved as an official inspection station:

(i) beadlight aiming device or screen;

(ii) paper punch, ¥ 1o ¥ inch in diatmeter;

(iii) tire depth gauge calibrated in 320ds of an inch; and

(iv) upon implementation of the enhanced emission inspection programs a Department

of Environmental Conservation certified gas cap tester,

(2) A screen used for light testing in an official inspection station must meet the specifica-
tions and standards set fonb in these regulations (Appendix I).

(3)  An official emissions inspection sation or an official high enhanced emissions inspec-
tion station must have, in addition to the other equipment specified in this section, the
appropriaic computerized vehicle inspection sysiem certified by the Department of Environ-
mental Conservation. The equipment for official high enhanced emissions inspection siations
shall include but not be limited to:

(i) an analyzer;

(i) computer,

(iii) controlling softiware,

(iv) communications link prescribed by the Department of Motor Vehicles through a
contacted data manager;

(v) printer;
(vi) camera; and
(vii) dynamometer,;

Ponions of this equipment shall be delivered and installed in official high enhanced emis-

sions inspection stations as direcied by the commissioner.

(4) The following equipment requirements apply only to official heavy vehicle inspection
stations:

(i) measuring device for brake adjustment;
(ii) feeler gauge or equivalent;

(iii) brake drum gauge; and

(iv) rotor thickness gauge.

(5) U, afier approval, the equipment requirements are not maintained, inspections may not
be performed at that station until the equipment requirements are again met. An automotive
facilities inspecior and any other agent appoinied by the commissioner are empowered o
prevent further inspections by a station for failure to maintain adequate equipment and 1o
permit inspections (o be made again upon compliance with the equipment requirements.

(e) [Reserved)
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(f) Personnel. (1) A person will not be deemed to be a cenified motor vehicle inspector
unless he or she has a currently valid cenified motor vehicle inspector’s certificate issued in
accordance with section 79.17 of this Pan.

(2) A person who has been issued a centified motor vehicle inspecior’s certificate may be
employed at any official inspection station for the purpose of inspecting only those vehicles
appropriate to the type of vehicle he is allowed to inspect as it appears upon his centificate and
appropriate to the type of vehicle allowed to be inspected by such official inspection station.

(3) Anautomotive facilities inspector or any other agent appointed by the commissioner is
authorized to test certified motor vehicle inspectors for competency where reasonable grounds
exist to believe that the inspector is incompetent in conducting inspections of vehicles. If an
inspector fails to pass such test, he or she will be deemed incompetent, and will pot be
permitied to conduct further inspections until a subsequent special written examination author-
ized by the commissioner is passed. If the cenified motor vehicle inspector fails the special
written examination, the commissioner shall revoke the inspector’s certificate. The cenified
motor vehicle inspector’s centificate may be reinstated when the inspector certification traiting
program is successfully completed and the written examination of such program is passed.

(4) Anp automotive facilities inspector or any other agents appointed by the commissioner
are empowered to prevent further inspections by an inspector deemed incompetent and to
permil inspections to be made again by such a person upon reinstatement of the centificae or
upon issusnce of a new certificate after revocation.

Historical Nete

Sec. amds. filed: July 6, 1966; Sept. 15, 1966; May 31, 1968; April 15, 1969; Jan. 4, 1971,
Feb. 15, 1978; repealed, new filed June 5, 1979; amds. filed: Dec. 17, 1980; Oct. 25, 1982,
May 16, 1985; Feb. 4, 1986; Dec. 29, 1989 a3 emerpency measure; Feb. 26, 1990, June 14,
1990 as emergency measure; Aug. 17, 1990; Nov. 9, 1990; Oct 25, 1991; Aug. 1. 1995 as
cxmergency measure; Oct. 27, 1995 as emergency measure, Dec. 22, 1995 as emergency
meanere, expired 60 days after filing; Feb. 16, 1996 as emergency measure; May 15, 1996 as
cmergency measure; July 12, 1996 as emergency measure; Sept. 9, 1996 as emergency
measure; Nov. 7, 1996 as emergency measure; Jan. 6, 1997 s emergency measure, March 7,
1997 as emergency measure. May 5, 1997 as energency measure, May 19, 1997 efl. June 4,
1997. Amended (b), (d).

§79.10 Certificates of inspection and inspection rejection potices: procurement, credit,
refunds.

(3) Official inspection stations will purchase certificates of inspection from the Department
of Motor Vehicles. The department will fumnish 1o official inspection stations, without fee, a
supply of inspection rejection notices &3 HeceLsary.

(b) Centificates of inspection are not ransferable and may be issued only by the station which
obtained such certificates from the commissioner.

(c) By March 1st of each calendar year, every inspection station owner must return to the
depariment all unused, expired inspection certificates from the previous year. Refunds or credits
will be allowed for such unused and unpunched certificates of inspection upon receipt of an
application in a form prescribed by the commissioner and surrender of the certificates, and in the
following cases:

(1) upon request for change of class of license;
(2) upon request for cancellation of a license.

(d) Refunds or credits will be allowed for certificates of inspection lost or destroyed, while in
transit from the Deparument of Motor Vehicles 10 the designated inspection station, upon receipt
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of an application in a form prescribed by the commissioner. accompanied by adequate proof of
such loss or destruction.

Historical Nete

Sec. wmds. filed: Nov. 4, 1964; Sept. 15, 1966; July 10, 1969; repealed, new filed June S,
1979, zmds. filed: March 31, 1980; Oct. 25, 1982, Dec. 29, 1989 as cmergency measure; Feb.
26, 1990; Nov. 9, 1990; Oct. 25, 1991; Aug. 1, 1995 as emergency measure; Oct. 27, 1995 s
emergency measure; Dec. 22, 1995 as emergency measure, expired 60 days after filing; Feb.
16, 1996 as emergency measure; May 15, 1996 as cmergency measyre; July 12, 1996 as
cmergency measure; Sepl 9, 1996 s emergency messwe; Nov. 7, 1996 as emergency
mensure; Jan. 6, 1997 as emergency measure; March 7, 1997 as emergency measure; May 5,
1997 as conergency measure; May 19, 1997 eff. June 4, 1997, Repealed (e).

§79.91 Issuance of certificates of inspection, issuance of inspection rejection potices, and
replacements.

(a) A valid centificate of inspection, inspection rejection notice or 10-day time extension
cenificale may be removed from a motor vehicle only by an official inspection station as pan of
the inspection procedure, except as follows. A centificate of inspection or 10-day time exiension
certificate may also be removed by a duly authorized employee of the Department of Transponta-
tion in order to inspect a motor vehicle required to be inspected pursuant to State laws, A
centificate of inspection or 10-day exiension cenificale may be removed by persons authorized by
the commissioner when such persons are performing assigned inspection duties.

(b) Any person may remove a certificate of inspection which has expired. A cenificate of
inspection issued without compliance with these reguistions may be removed by any person
authorized by the commissioner o do so. Any centificate of inspection, inspection rejection notice
or 10-day time extension certificate which has expired by reason of the aale or transfer of the
vehicle must be removed by the purchaser or transferee immediately upon accepting delivery of
the vehicle. In the NYMA a centificate of inspection on a vehicle transferred 1o a registered motor
vehicle dealer may be retsined on the windshield until the required inspection is performed prior
to the delivery to the buyer.

(¢) Replacement inspection cenificaies. (1) Only the Department of Motor Vehicles may
issue a replacement inspection centificate for one which has beeo lost, mutilated or destroyed
The vehicle owner may obtain a replacement certificate by submitting:

(i) asuatement as 1o why a replacement certificate is necessary; and

(ii) acheck for $2 made out to the Commissioner of Motor Vehicles; and

(iii) the remains of the original inspection certificate showing the date of expiration, the
sticker serial pumber and the mileage,

the receipt portion of the inspection centificate,

or

verification from the inspection station that issued the original centificate consisting of a
statement on the station’s letterhead indicating the original certificate serial number, vehicle
description, plaie number, date issued and mileage at the time of inspection. The inspection
station may charge a fee not exceeding $2 for providing this verification,

(2) Requests for a replacement eertificate, including the material noted above, should be
mailed to Consumer and Facility Services Bureau, P.O. Box 2700. ESP, Albany, NY

12220-0700.
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{(3) Failure to supply verification of inspection as noted above will prohibit the issuance of
a replacement certificale and the vehicle owner will be required 10 have an original inspection
performed in order to obtain & valid inspection cenificats.

Historieal Note

Sec. ands. fled: Sept. 15, 1966; Dec. 28, 1967; May 31, 1968, April 15, 1969, Sept. 8,
1972; Oct. 19, 1977; repealed, new filed June 5, 1979; amds. filed: Oct. 25, 1982, Feb. 4, 1986,
Dec. 29, 1989 as emergency measure; Feb. 26, 1990; Nov. 9, 1990; Oct. 25, 1991 Feb. 16,
1996 &3 emergency measure; May 15, 1996 as emerpeocy measure; July 12, 1956 m emer-
gency measure; Scpt. 9, 1996 as emergency measure; Nov. 7, 1996 as emergency measure;
Jan. 6, 1997 as emergency messure; March 7, 1997 a3 emergency measure; May §, 1997
emergency measure; May 19, 1997 ¢ff. June 4, 1997. Amended (b), (¢X1).

§79.12 Required records.

(@) A form entitled “Motor Vehicle Inspection Record™ (form V5-1074) will be furnished
without charge to the inspection siations. A new form must be started on the first day of each year,
Form V§-1074 shall not be used to record the result of inspections of vehicles subject 1o exhaust
emissions inspections. The official inspection station shall retain form VS-1074 in its files for two
years from the date of the last entry after which period it may be destroyed.

(b) Inspection stations xre 10 maintain a supply of, and use, the following items:
(1) Cenificates of inspection. See section 79.1(a) of this Part.
(2) Inspection rejection notices. See section 79.1(b) of this Part.

(c) If an inspection station fails to maintain a supply of centificates of inspection and
inspection rejection notices, inspections shall not be performed at the station until such time as the
station has ordered and received a supply of such centificates or notices. An automotive facilities
inspector or any other agents appointed by the comrnissioner are empowered o prevent further
inspections by a station for failure to mainwin a supply of sxid certificales or potices, and to
permit inspections to be made again upon obtaining a supply of said cenificates or notices.

(d) All records required by these regulations and all records made by the official inspection
station in connection with inspections, including shop orders and all repair bills (except those in
amounts iess than $5), shall be retained for a period of at least two years.

(¢) Anofficial inspection station must account for all certificates of inspection issued 1o it. On
and afier January 1, 1991, an emissions inspection swtion must record the receipt of emissions
inspection centificates immediately upon request by scanning the invoice so that the order
received will be recorded in the analyzer system's computer.

() For official emissions inspection stations, procedures for recordkeeping must also be in
compliance with the instructions in form VS-28, “Emissions Inspection Procedure.” or “En-
hanced Emissions Inspection Procedure.” A copy of the daily inspection repon must be kept in
date order for two years by the suation. Inspection centificate purchase invoices must also be kept
for two years. An automotive facilities inspector or any other agent appointed by the commis-
sioner must be given access to the emissions analyzer sysiem for the purpose of conducting an
audit of the station's inspection records and activity. This includes the authority to produce hard
copy of the station’s inspection records on the system’s printer, as well as the authority 1o obtain
the computer disk which contains inspection records.

Historics) Note

Sec. amds, filed: Sept. 15, 1966; May 31, 1968; March 11, 1977; repealed. new filed June 5,
1979, amds. filed: Feb. 28, 1980; Dec. 17, 1980, Dec. 31, 1981; Oct. 25, 1982; Feb. 4, 1986,
Nov. 20, 1986; Aug. 29, 1989; Nov. 9, 1990; Aug. 1, 1995 as emergency measure; Oct. 27,
1995 as emergency theasure; Dec. 22, 1995 as emergency messwre, eapired 60 days afier
filing; Feb. 16, 1996 as coergency tneasure; May 15, 1996 as emergency measure; July 12,
1996 m emergency measure: Sept. 9, 1996 as emergency measure: Nov. 7, 1996 as emergency
measure; Jan. €, 1997 as emergency measure, March 7. 1997 as emergency measure; May 5.
1997 a3 emergency messure; May 19, 1997 eff. June 4, 1997. Amended (a), (f).
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§79.13 Sigms.
(s) The size, shape and text of official inspection station signs must conform to the following ‘
specifications: )
(1) As official inspection station sign must be three feet wide and two feet high and made
of a durable material which will withstand the outdoor eletents.

(2) The sign may be either a single- or double-faced sign, and shal! be hung or mounted in
such manner that it is visible to the public from outside the building.

(b) The text and design of the sign shall be as follows for the class of license issued. The (
appropriaie sign must be hung or mounted in such a manner that it is visible o the public from
outside the building.

(1) The sign must be displayed by a station which is licensed 10 inspect vehicles for the

12345
STATE OF NEW YORK

MOTOR VEHICLE C
INSPECTION STATION

(2) This sign must be displayed by a station which is resticted w the inspection of
poncommercial trailers only:

12345 (
STATE OF NEW YORK

TRAILER
INSPECTION STATION| ¢
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(3) This sign must be displayed by a station which is restricted to the inspection of trucks

12345
STATE OF NEW YORK

HEAVY TRUCK
INSPECTION STATION

(4) This sign must be displayed by 2 suation which is licensed w conduct vehicle exhaust

12345
STATE OF NEW YORK

EMISSIONS
INSPECTION STATION

(5) The background of the sign shall be national school bus yeliow and the lettering
thereon shall be black.

(6) The leuers in the words “STATE OF NEW YORK"™ shall be two incbes high, with a
stoke of approximately onc-half inch. All other letters shail be four inches high, with a stroke
of approximaiely three fourths of an inch.

(7) The word “OFFICIAL" shall be in an arc which shall have s radius of two feet. nine
inches.

{c) The official inspection station number shall be placed upon the official inspection station
sign in the area directly below the word “OFFICIAL."” and such numbers shall be two-inch block
letiers and mecling the samc requirements as Lo color prescribed in paragraph (b)(5) of this
secLion.
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Note: ‘Those siations using the siation sumbey sign hanging scparuicly from
the botom of the “OFFICIAL" sign may continu¢ 1o do so until
replacement of sign is necessary. At that tizne, conformance with this
section will be required. ’
(d) In addition, other signs bearing the same text as specified in this section may also be
displayed on the premises. Such signs shall have the same design and be propontionate in
dimensions to the official inspection station sign, but in no case shall exceed the size of thal sign.

(¢) The schedule of inspection fees (form VS-77) shall be conspicuously displayed in an
office location or similar area of the station where the customer transacts business. Licensee shall
be authorized to inspect only those groups of vehicles as indicated on the station display license.
Additional fee signs shall be equivalent in size to the VS-77.

() Thbe names and cenificate expiration dates of all certified motor vehicle inspectors cur-
rently empioyed to conduct inspections by such official inspection station must be conspicuousty
displayed to the public at the station. They shall be printed in clear and legible manner under the
title “Certified Motor Vehicle Inspectors”, with letiers one-half inch or more in beight.

Historical Nete

Sec. amds, filed: July 6, 1965; May 31, 1968; Jun. 4, 1971; repealed, new filed June S, 1979,
amds. filed: Dec. 17, 1980; Oct. 25, 1982; April 4, 1983; Dec. 29, 1989 as croergrncy tneasure;
Feb. 26, 1990; Nov. 9, 1990; Aug. 1, 1995 as emergency memsure; Oct. 27, 1995 w emergency
measure; Dec. 22, 1995 as emeTgency measure, expired 60 days afer filing: Feb. 16, 1996 a3
emergency measure; May 15, 1996 as emergency measure; July 12, 1996 & emergency
measure; Sept. 9, 1996 as emergency measure: Nov. 7, 1996 as emergency measure, Jan. 6,
1997 a1 emergency measure; March 7, 1997 as emergency measure, May 5, 1997 as eer-
geocy measure; May 19, 1957 eff. June 4, 1997. Amended (b)(5).

§79.14 Penalties.

(2) An official inspection station license and/or a motor vehicle inspector’s centificale may be
suspended or revoked or renewal thereof may be refused by the commissioner on one or more of
the following grounds:

(1) conviction of a crime involving moral wrpitude, or other cause which would permit
disqualification from receiving a license upon the original application;
(2) violation of any provision of the Motor Vehicle Inspection Law (anicle 5 of the

Vehicle and Traffic Law) or of these regulations;

(3) failure o register as a repair shop, or suspension or revocation of a repair shop
registration (this subdivision does pot apply to fieet and dealer inspection stations), '

Note: ‘This subdivision does not apply to flect and dealer inspection stations.
(4) failure 10 anend a required motor vehicle inspection clinic or training session.

(b) In addition 1o, or in lieu of, suspending or revoking an official inspection station license,
the commissioner may require an official inspection station 1o pay a civil penalty not in excess of
$350 for each violation of the Motor Vehicle Inspection Law (article 5 of the Vehicle and Traffic
Law) or of these regulations.

Historical Nete

Sec. gmds. filed: May 31, 1968; Jan. 4, 1971; Aug. 11, 1976, repealed, new filed June S,
1979; amds. filed: Jan. 17, 1985, May 16, 1985, Nov. 9, 1990; Feb. 16, 1996 as emergency
measure; May 15, 1996 aa emergency measure; July 12, 1996 a3 emergency measure, Sepu 9,
1996 @ cmetgency measure; Nov. 7, 1996 & emergency measure: Jan. 6, 1997 a3 emnergency
measure; March 7, 1997 as emergency measure; May £, 1997 as emergency measure; May 19,
1997 eff. June 4, 1997. Amended (b).
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§ 79.15 Official fleet and dealer inspection stations.

(s) An official inspection station license (fleet) may be issued 10 a person, association or
corporation owning or leasing more than 250 motor vehicles regisiered in the State of New York,
permitting the licensee to eswblish an inspection station of a poruable nature. Such a ponable
sution may make inspections of motor vehicles owned or leased by such person, association or
corporation. a locations within counties as the place where the records, required Lesting equip-
ment, and cerntificates of inspection will be kept, except when inspections are actually being made
al another location.

(b) Dealers regisiered under section 415 of the Vehicle and Traffic Law, engaged in the
business of selling house trailers may qualify for an official inspection siation license (public)
restricted to the inspection of only this type of vehicle. Such a license may be issued without the
necessity for enclosed space as required in section 79.9(b) of this Par, except that office space
must be available on the premises for the safekeeping of inspection records and other jtems
required by this Part and without the necessity for the equipment specified in section 79.9(d)(1Xi)
and (iv) of this Part,

(¢) (1) Any person, association or corporation, having registered in his or its name more
than 25 motor vehicles, which qualifies for a license as an official inspection station (fleet), or
municipality having registered in its name more than five vehicles which qualifies for a license
as an official inspection station (fleet), may inspect only those motor vel.icles regisiered in his
or its name, those leased for a period of 30 days, and those motor vehicles owned by his or its
employees. A fleet inspection station may contract to provide inspection personnel at the fleet
license facility, provided only certified inspectors perform inspections. The flect inspection
station will remain responsible for all inspections. In addition, a county licensed as an official
inspection station (fleet) may inspect vehicles owned by and regisicred in the name of a lown
located within the county. However, the Suate, & city, county, village. town, school district, or
any of the departments thereof, which are exempt from payment of fees for inspection
cenificates, under the provisions of subdivision (a) of section 305 may not inspect motor
vehicles owned by its employees.

(2) A fleet inspection station license may be issued o a facility located outside New York

State if all the following conditions are met:

(i) the applicant has a1 least one flect inspection station located in New York;

(i) the applicant has at Jeast 25 motor vehicles regisiered in New York,

(iii) the applicant agrees to pay the travel expenses of Deparniment of Motor Vehicles
employees who are assigned to inspect, investigate or examine the facility or its records, or
train its employees; and

(iv) the applicant agrees to abide by article 5 of the Vehicle and Traffic Law and these
regulstions.

(d) For parent and subsidiary corporations or separate entities where there is common
ownership and management, common space, equipment and personnel may be used to qualify
more than one fleet licensee or 1o qualify one location for 8 common license for both the parent
and subsidiary corporation or separate entities with common ownership and management, pro-
vided the total number of vehicles registered in the name of the parent and subsidiary corpora-
tions, or the names of the separate entities, exceeds 25,

(¢) Dealers registered under section 415 of the Vehicle and Traffic Law, holding motor
vehicles for sale or demonstration, who qualify for a license as an official inspection station
(dealer), may inspect only those vehicles held by them for sale or demonstration and those motor
vehicles owned by their employees. _

() An official inspection suation (fleet or dealer) is subject to0 all rules and regulations
governing the official inspection sutions, except:

(1) it need meet only the space requirements for a class 1 station (see section 79.9(b] of this

Part); .

(2) oo official inspection suation sign shall be displayed by such a station;
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(3) no schedule of fees need be filed with the application for such a swtion, nor need &
schedule of inspection charges be posied within the station;

(4) tools and supplies adequate to inspect and make minor repairs need be maintained only
for the motor vehicles which such station is authorized 1o inspect;

(5) an official inspection station (fleet or dealer) is not required to mainuain inspection
rejection notices (form V$-1075), unless it inspects employee vehicles; and

(6) in those instances where such rules and regulations are inconsisient with the provisions
of this section, this section controls.

(8) An official inspection sation (fleet or dealer) located within NYMA is subject to all
additional requirements applicable w official emissions inspection stations or official high en-
banced emission inspection station, unless the official inspection station (fleet or dealer) is
restricted to the inspection of those vehicles exempt from emissions inspection. Official inspec-
tion station (fleet or dealer) can be restricted 1o the inspection of (1) trailers, (2) motoreycles, (3)
trucks with a maximum gross weight over 18,000 pounds, (4) vehicles with a maximum gross
weight over 8,500 pounds, (5) diesel-powerec vehicles, and (6) any vehicle exempt from the
exhaust emnissions inspection requirement. In addition, an official inspection station fleet or dealer
license can be restricted to the inspection of new vehicles. An official inspection station (fleet) of
a local government located in the NYMA must provide for the emissions inspection of vehicles
for which such inspection is required in & manner consistent with these regulations and any
modifications of the procedure used for emissions inspection within official inspection stations
(fleet) of a local government must be approved in writing by the commissioner.

th) (1) The commissioner may issue a restricted public inspection license to an education
facility, cenified by the State Education Department, after the required investigation. The
facility would be restricied to inspecting the following vehicles:

(i) vehicles owned by the education facility;

(ii) vehicles owned by the facuity;

(iii) vehicles owned by the studenis; and

(iv) vehicles owned by the student’s immediate family.

(2) The students will be permined w conduct the required inspections under the supervi-
sion of a centified inspecior.
(3) The facility will be exempt from all fees and will not be permined to charge for the
inspection.
(4) The facility will be subject to the same requirements as any other public inspection
station, except that:
(i) they will not be permitted to display the official inspection station sign; and
(ii) they will not have to apply for registration as a repair shop.
(5) The facility will be issued a license for only one inspection location.

Historical Nete

Sec. amds. filed: May 31, 1968; April 15, 1969 repeaied. new filed Sept. 1, 1979, amds.
filed: Nov. 9, 1979; Dec. 17, 1980; Oct 25, 1982; Jan. 29, 1985 as emergency measyre; March
11, 1985; Aug. 29, 1989; Nov. 9, 1990; Aug. 1, 1995 as exergency measure; Oct. 27, 1995 s
emergency teasure; Dec. 22, 1995 a3 emergency measure, expired 60 days afer filing; Feb.
16, 1996 a3 emergency messure; May 15, 1996 s emcrgency measure; July 12,71996 as
emergency measure; Sepl. 9, 1996 as emergency messure; Nov. 7, 1996 as emergency
measure; Jun. 6, 1997 as emergency measure; March 7, 1997 as emergency measure; May §,
1997 as conergency measure; May 19, 1997 cff. June 4, 1997. Amended (b). (g)-
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. May 31, 1968; Dec. 18, 1969; Sepe. 1, 1970; repealed, filed

§ 79.17 Qualifications and duties of certified motor vehicle inspectors.

() Certified motor vehicle inspecior qualifications. In order 1o obtain a cenified motor
vehicle inspector’s cenificate, a person must have the following qualifications:

(1) He must be at least 17 years of age at the time of filing with the commissioner an
application for a motor vehicle inspectior’s cenificate.
(2) He must have either:

(i) atleasi one year of experience in repairing motor vehicles immediately preceding the
date of filing an application for a centified motor vehicle inspector’s certification obuined
tither in a firm in the aulomotive industry or in an approved cooperative work study program
offering training in the automotive field; or

(ii) a high school or vocational school diploma in vocationa! automotive trades or
college cenification of successful cornpletion of first year of course toward an AAS degree
in automotive technology.

(3) A person after filing an application for a motor vehicle inspector's certificate must have
successfully completed the inspector cenification training program and passed a written and
skills test, authorized by the commissioner oo inspection procedures.

(b) Duties of inspectors. The specific duties of a cenified motor vehicle inspector are as
follows:

(1) When direcied by his employer, 0 conduct in a commpetent manner, as promptly as
possible, a thorough and efficiemt inspection of motor vehicles, including a motor vehicle
registered in another state, appropriate to the type of motor vehicle he may be allowed to
inspect as it appears upon his centificate and which the official inspection station is aliowed 1o
inspect, and which is presented 10 the station for a statutory periodic inspection; and be able 1o
make minor repairs to correct items which cannot be approved upon initial inspection. Such
inspection must be performed in the manner prescribed by the commissioner.

(2) Must have a knowledge of these regulations and a knowledge of the proper use of
inspection equipment as required in section 79.9(b) of this Parn 1o perform the services required
by these regulations.

(3) To attend all required certified motor vehicle inspection clinics or training sessions
upon being duly notified by the commissioner W receive information relating to the subject of
periodic inspection of motor vehicles.

(4) When directed by his employer, 10 make or cause 10 be made correct entries, on form
VS-1074 or any other form prescribed by the commissioner in connection with periadic
inspections of vehicles presented for inspection, approprisc to the type of vehicle to be
inspected by such official inspection station and appropriate to the type of vehicle allowed to be

( inspected by such inspector.

(5) A person who has been issued, by the commissioner, 8 motor vehicle inspector's
cenificate must present his centificate to his current employer and 1o any other subsequent
employer. who shall immediaely record the certificate number on the appropriate forms
prescribed by the commissioner.

(6) During his hours of employment at the official inspection station, the inspector must

Q carry on his person his certificate and must present on demand such certificate to an sulomotive
facilities inspector or any other agents appointed by the commissioner.

(c) Miscellaneous. (1) In no event shall any of the aforementioned duties of certified
motor vehicle inspectors, employed at an official inspection station, relieve the licensee of an
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official inspection swation of his responsibilities for all inspection activities conducted a1 the
inspection station as stated in section 79.8(b) of this Parn.

(2) A cenified motor vehicle inspector shall not permit his or her centificate o be used by
any other person. A cenified motor vehicle inspector shall not use any other inspector’s
centificats. Such certificate shall not be altered or reproduced.

(3) Cenified motor vehicle inspector's certificates are valid for a period of three years. The
commissioner may alter this period so that the expiration of the centificate corresponds to 8 date
three years from the last day of the month in which the inspector's binhday occurs. Centified
motor vehicle centificates are renewable upon submission of a completed application and may
require proof that the inspector has had at least 18 months of experience as a certified motor
vehicle inspector during the three-year period immediately preceding the renewal date, pro-
vided that there is no suspension, revocation or renewal refusal of the certificate or other
administrative action in effect pending any prosecution, investigation or hearing and, if re-
quired, the inspector has passed the inspector certification renewal clinic. Certification may be
temporarily renewed pending the outcome of an investigation or hearing. If an inspector’s
certificate is lost or siolen, the inspecior must immediately notify the cenification unit in the
Albany office of the Department of Motor Vehicles.

(d) In order w perform inspections in an official emissions inspection station, or an official
high enhanced emissions inspection station, a person must be centified in exhaust emissions
inspection in addition to the requirements set forth in subdivision (a) of this section. Cenification
for-an emissions inspection shall be granted upon completion of an approved emissions course.
Cenification for a high enhanced emissions inspection shall be granted upon completion of an
approved high enhanced emissions course.

Historical Note

Sec. filed Jan. 4, 1971; amnd. filed April 28, 1978, repealed, new filed June 5, 1979; amds
filed: Nov. 9, 1979; Dec. 17, 1980; July 26, 1984; Nov. 9, 1990; Aug. 1, 1995 as emergency
measure; Oct, 27, 1995 as emergency measure; Dec. 22, 1995 as emergency measure, expired
60 days after filing: Feb. 16, 1996 as emergency measyre; May 15, 1996 as emergency
measure; July 12, 1996 as emergency measure; Sept. 9, 1996 as emergency measure; Nov. 7,
1996 as emergency measure; Jan. 6, 1997 as emergency measure, March 7, 1997 as emergency
easure; May 5, 1997 as emergency measure; May 19, 1997 eff. June 4, 1997. Amended (d).

§ 7820 Inspection procedure generally.

(a) The items set forth in sections 79.21 through 79.27 of this Pan are 10 be inspected and the
prescribed standards must be met before 8 certificate of inspection can be issued. An inspection
rejection nolice is 10 be given to the operator if the condition of any item required to be inspected
is found defective, unless the necessary repairs are made before the motor vehicle Jeaves the
premises of the inspection station licenses.

(B) All inspections, except brake equalization tests, must be conducied within the enciosed
portion of the premises of the official inspection station conducting the inspection. This regula-
tion shall not apply to trailers required to be inspected under the provisions of section 79.22 of this
Part.

(c) Certified inspector procedure. Upon accepting a vehicle for the purpose of conducting
an official inspection of such vehicle pursuant to this section, the cenified inspector shall conduct
such inspection in the following manner:

(1) Obtain information necessary 10 complete the VS-1074, Motor Vehicle Inspection
Record, or make appropriate entries in the emissions analyzer from the windshield registration
or windshicld inspection centificate, the registration receipt or photocopy. & iemporary registra-
tion (form MV.149), a cenificate of sale (form MV-50), a centificate of tide, s manufacturer's
cenificate of origin, 8 manufacturer's statement of origin, a salvage cenificate (form
MYV.907A) or photocopy, a junked vehicle affidavit (form MV-51D), a notice 6 registration
accepuability (form VS-103), or an out-of-state registration or ownership document.

(2) [Reserved)
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(3) The cenified inspector shall remove or obtain any and all expired cenificates of
inspection, afier being utilized for data entry, if required, and 10-day time extension stickers
from the windshield or other location on the vehicle. Certificates of inspection or 10-day time
extension stickers which are not yet expired are to be left on the vehicle until the vehicle passes
inspection,

(4) If the vehicle identification number (VIN) plate is missing or mutilated beyond recog-
nition, complete form VS-110 (Notice of Missing or Mutilated Vehicle Identification Number)
and mail it 1o address on form. Do not reject vehicle if VIN is the only defect.

(5) [Reserved)

(6) A complete inspection of the vehicle pursuant to the requirements of these regulations
must be conducted before either a cenificate of inspection or an inspection rejection notice is
issued.

(7) () I the condition of all items required to be inspected are found to coroply with the

specification in this Part, then the centified inspector or the inspection station licensee shall

give the customer for a vehicle with 3 seating capacity of more than 15 persons, plus driver, a

stalement verifying the inspection of the vehicle in accordance with the specifications set

forth in clause (/) of this subparagraph and affix or issue the proper cenificate of inspection,
with the mileage (except for trailers) and expiration date indicated, before the vehicle Jeaves
the premises, as follows:

(@) passenger vehicles with sealing capacities 15 persons or less, pius drivers, and
trucks of 18.000 pounds MGW and under, except those trucks and trailers over 10,000
pounds MGW for which the registrants have requesied beavy vehicle inspections - affix a
Safety Inspection Cerntificate to lower lefi inside comer of windshield;

(b) all trartors, all trucks over 18,000 pounds MGW, those trucks over 10,000 pounds
MGW for which the registrants requested heavy vehicle inspection and passenger vehicles
with seating capacities over 15 persons, plus drivers;

(7) affix 2 Heavy Vehicle Safety Inspection Centificate near the front registration
plate where it can be seen a1 all times;
(2) if gasolinc-powered and registered in the NYMA, also affix an Emissions

Inspection Cenificate o the lower left inside comer of the windshield;

Note:  Gusoline-powered tractors, trucks over 18,000 pounds MGW, and pas-
senger vehicles with seating capacities over 15 persons, plus drivers,
registered in the NYMA, will be required to display BOTH the Heavy
Vehicle Safety Centificaie and the Emissions Inspection Certificate as
poted above.

(c) all semitrailers - affix a Heavy Vehicle Safety Inspection Centificate at eye level
on the left (driver) side, straight out from the king pin on a nonremovable part,

(d) allinailers over 18,000 pounds MGW and those trailers over 10,000 pounds MGW
for which the registrants requested heavy vehicle inspection - affix a Heavy Vehicle
Safety Inspection Certificate on the left (driver) side of the trailer tongue where it can be
scen &t all times;

(e) trailers 18,000 pounds MGW and under except those trailers over 10,000 pounds
MGW for which the registrants requesied beavy vehicle inspection - issue safcty inspec-
tion centificate. Punch the expiration month and four round holes actoss the top. through
the words “New York Staie,” and give it w the trailer owner to be kept with the trailer
registration; and

() when a vehicle with a seating capacity of more than 1§ persons, plus driver, passes
inspection, the cenified inspector or the inspection licensee, shall, in addition w the
requirements, provide the vehicle operator with & written Stalemen) of passing inspection.
The writien sutement shall be either on a form supplied by the department or on the
inspection station's letierhead stationery and shall contain;

(1) yesr of vehicle,;

0NN 351 Motor Vehicles




§ 79.20 TITLE 1S MOTOR VEHICLES

(2) make of vehicle;

(3) model and color of vehicle;

(4) wvehicle identification number of vehicle;

(5) facility number;

(6) inspector number,

(7) date of inspection;

(8) certificate of inspection number,

(9) astatement that the vehicle described in the statement passed inspection; and

(10) inspector's or inspection station licensee's signature.

{ii) If the vehicle fails inspection and repairs are not 10 be made immediately, complete
the inspection rejection notice and give it 1o the operator.

(@) (1) In NYMA afier the implementation of the high enhanced emissions inspection,
when a vehicle is presented for the purpose of reinspection (vehicle was previously rejected by
the same station or some other station), only the portion (safety, emissions or gas cap) of the
inspection that was failed should be reinspecied as long as a valid receipt or DMV system
verification is received.
- (2) When a vehicle is presented for the purpose of “safery-only” reinspection (vehicle was
previously rejected by the same suation or some other station), 8 complete and thorough
inspection must be conducted.

(¢) When a vehicle is presented for inspection in the NYMA with a valid New York safety
inspection sticker and a temporary centificate of emissions waiver (form VS-1078), a complete
safety and exhaust emissions inspection must be performed.

Historical Note

Sec. amds. filed: Sept. 15, 1966; May 31, 1968; repealed, new filed: June 5, 1979 Dec. 17,
1980, amds. filed: April 30, 1981; Sept. 1, 1981; Oct. 25, 1982; April 4, 1983, Jan. 17, 1985,
Sept. 20, 1985; Feb. 4, 1986; Nov. 20, 1986; Aug. 29, 1989, Dec. 29, 1989 as cmergency
megsure; Feb. 26, 1990; Nov. 9, 1990; Nov, 30, 1990 as emecrgency messure; Feb. |, 199],
Dec. 14, 1993 a3 emergency measure; Feb. 17, 1994; Nov. 15, 1994 s emergency measure;
Feb. 13, 1995 as emergeocy measure; April 17, 1995 a3 emergency measure, expired 60 days
afier filing: Aug. 1, 1995 as emergency measure; Oct. 27, 1995 a3 etnergency teaswre; Dec.
22, 1995 as emergency measure, expired 60 days afier filing, Feb. 16, 1996 as emergeacy
measure; May 15, 1996 as emergency measure; July 12, 1996 as emergency measure. Sept. 9,
1996 as emergency messure; Nov. 7, 1996 as emergency toeasure; Jan. 6, 1957 as emergency
measure; March 7, 1997 as emergency measure; May 5, 1997 as emergency measure; May 19,
1997 eff. June 4, 1997. Amended (cX1), (3). (4), (d), (e).

§ 79.21 Inspection of motor vehicles.

This section comprises the safety inspection or Lhe safety portion of a safety and emissions
inspection for all vehicles except motorcycles (see Part 80 of this Title), trucks with maximum
gross weights over 10,000 pounds up to 18,000 pounds (see section 79.23 of this Pan), trucks and
trailers with maximum gross weights over 18,000 pounds, all semi-trailers, all traciors and all
passenger vehicles with seating capacities of more than 15 persons, plus drivers (see section 79.27
of this Pan). In addition, trailers with a maximum gross weight of 18,000 pounds or less are also
subject 10 inspection requirements of section 79.22 of this Part.

(a) Service brake system. Every vehicle must be tested for brake equalization after a
complete inspection has been performed. Such test must be on a dry, hard, level surface, free from
Joose malerial (indoors or outdoors) or with approved brake testing equipment set 10 approved
specifications. At least one front axle wheel must be removed for brake inspection. (Identify
jocation of whee} removed on VS-1074 if you use this form.) However, an inspector may remove
as many wheels as necessary to determinc the condition of the braking sysiem. A brake tester that
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has been approved by the commissioner may be used 1o Lest the vehicle's braking system in lieu of
the requitement that a wheel be removed.

10.

Procedure
Brake Equalization

Viswglly Inspect Condition of Brake System

Inspect whee! cylinders and calipers for
leakage.

Inspect hoses and lines for leaks, cracks,
chafing, flaiened or restricied section and

improper suppon.

Inspect masier cylinder for lcakage and
reservoir fluid level.

Note:

Reject if:
The vehicle fails to make straight stop
without significant wheel pull.

Wheel cylinders or calipers leak.

Hoses or lines leak. or mre cracked, flanened
or are insecurely fastened.

Master cylinder leaks or reservoir is not full
o its designed capacity.

Visua! inspection of mechanical system. It is imperative that brake

SySieTh reservoir cover and the surrounding ares be thoroughly cleaned
before cover is removed 10 assure that no din is mixed with brake fluid.

Procedure
Test Pedal Reserve

While the vehicle is stopped. depress brake
pedal under sormal foot pressure (if vehicle
is equipped with power brakes, engine
should be running for this test).

Test Brake for Fade

Apply brakes, using normal foot pressure.
On vehicles equipped with power brakes the
engine should be running.

Inspect Power Brake Unit

With engine stopped apply brakes several
times to destroy vacuum in system. Depress
brake pedal and while mainwining force,
stan engine.

Check Condition of Drum Brake Linings
Bonded Linings
Measure the ining thickness at the thinnest
point.

Riveied Linings

Inspect for loose or missing rivets.

Measure lining thickness above rivet head at
thinnest point.

Check Condition of Disc Brake Linings
Inspect for audible or visual sign from disc

brake wear sensors, if vehicie is 50 equipped.

0s8/1597

10.

Reject if:

Pedal reserve is less than ' of the possibic
travel or less than the manufacturer’s
specificanon.

Brake pedal does not hold its position for at
least 60 seconds without fading

Brake pedal does not fal! slightly under force
when engine swans.

Thinnest point is less than Y inch.

Any rivets are loose or missing

Lining is worn 1o less than 4: inch over any
rivet head.
Disc brake wear sensor is aciivaled.

3521 Motor Vetucles




§79.1

12.

13

Procedure

All Linings and Pads Inspect for broken or 1.

eracked linings and parts of linings not
firmly attached to their mounting. Also
inspect for contamination.

Brake Drums

Inspect the condition of the drum friction 12.

surface for substantial cracks extending to
the open edge of the drum (shont hairline
heat check cracks should not be considered).
Inspect for cracks on the outside of drum.
Inspect for mechanical damage.

Inspect for conlaminged friction surface.

Brake Rotor

Inspect for substantial cracks extending to 13.
" edge of rotor. Inspect for tnechanical

damage.
Inspect discs for any distortion or scoring
that would impair braking systemn.

3522 Molor Vehicles
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Reject if:
Lining is broken, cracked or not firmly and
completely attached w its mounting. If
friction surface is contaminaied with oil or

‘grease or there is metal - 1o~ metal contact.

There are subsiantial cracks on the friction
surface exiending w open edge.

There are exiernal cracks.

There is evidence of mechanical damage
other than wear.

Friction surface is contminaed with oil,
grease, or brake fluid.

There are subsuantial cracks extending to
edge. There is evidence of mechanical
damage other than wear.

Distortion or scoring impairs the braking
sysiem,

05/15/97
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Procadure
Broke Components

Visually inspect components of the braking
system.

Procedure

Parking Broke Function
Sct the parking brake frmly. If vehicle is
equipped with an “sutomatic parking brake
relcase” type, that releases itsclf whep gear
selecior is placed in 8 position other than
park or neutral, omit peragraph 1 of this

§79.21

Reject if:

There is any disconnected, improperly
installed, broken or bypassed component of
the braking system.

() Parking brake. 1f 2 1962 or older vehicle is not originally equipped with parking brake,
disregard this procedure.

Reject if:

Parking or holding brake will not hold the
vehicle stationary with engine running at 2
slightly accelerated speed with shift lever in
drive potition for automatic rensmission or
shift lever i low gear while cogaging the

subxdivision and inspect all other points of the cluich on a standard ransmossion.
parking brake.
Parking Brake Components
2. Check parking brake components for general 2. Cabie(s) are visibly frayed or frozen, or there
eondition. mre anissing or defective coter pins or broken
o Missing retracting sPrings or worh rods or
eouplings.
There is po remerve travel in the Jever or
pedal when the brake is fully applied.
The ratchel and paw] or other atometc
locking device does not bold the brake
position or canoot be properly released.
Parking Brake Independence
3 Examine meant by which pericng beake 3. Parking brake is activated by same means as
works. service brake. Parking brake is ot

mechanically activated.

(c) Tires. A vehicle which is used primarily in an suthorized landfill may be equipped with
foam-filled tires. Such tires would not be rejectable under paragraphs 2, 3, 4 and 5. However, the
tires must be inspected for the required tread depth and restricted usages.

Note:  If atire obviously has the required tread depth, it is ot necessary to use
the tread depth guuge. Use of the gauge is only required when tread
depth is questionabie mnd & reading must be obtained 1o detrrmine
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whether or not the tire must be rejecied. Do pot check tread depth &t

tread wear indicator bar or tie bar.

Procedure

Tires

1. Tirc vead depth readings shall be takes in 1

two adjacent major grooves showing the
most tread wear, Readings for a tire which
has the tread design ruaning across the tire or
for a siped tire where such tread design is
permined, shall be taken at or near the center
of the tire. Inspecy all tires tounted on

vehicles (do not inspect spare tire).
2. Inspect for breaks or cus. 2.
3 Inspection for bumps. bulges or knots. 3

4 Inspect for any ply or cord sructure that is 4

exposed.

5. Visually inspect for restricied usage owrking 5.

on tires.

Every tire manufactured for highway use will
be labeled with one symbol DOT which
indicates that the tire conforms to the
spplicable Federal Mowr Vehicle Safety
Swundards.

Wheel Fasieners

6. Inspect for number znd condition of wheel 6.

fasieners.

Reject if:

Any tire is worn to less than 3 of wn inch of
major tread design & the two worst adjacent
points at which the gauge readings are
obuined. However, the front tires of a bus,
mruck with mazimum gross weight in excess
of 10,000 pounds or truck tractor must not be
worn 1o Jess than % of sn inch of major
tread design at the two points st which the
gauge readings are obtained.

Tir: has fabric break, or & cut in excess of
ooe inch in any direction and decp enough o
reach the body cords.

Tire has visible bumps, bulges or knots
mdicating pertial failure of separztion of the
tire structure.

Tire has sny portioo of the ply or cord
structhure exposced.

Tire is marked “for farm mee only,” “for -
racing use only,” “for temmporery use only,”
eic. or the tite size designation is preceded by
a“T.”

Any whee! fastener is missing or broken.

(d) Steering, suspension, front end and chassis/frame.

Procedure
Steering Whee!l Free Play

1. For vehicles equipped with power steering, 1.

the engine must be running and the Nuid
Jevel, belt tension and condition must be
adequate before testing.

With front tires in straight ahead position,
turn steering wheel until motion ¢k be
detecied mt the front tires. Align a reforence
mark ob ssering whee! with & mark on s
ruler and slowly oirn sicering wheel in the
opposite direction until motion can again be
derecied at the front tires. Measure free play
o sieering wheel.

384 Motor Vehicles

Reject if:

Steering wheel movement exceeds:
Power Steering: 2 inches free play
Manual Steering: 3 inches free play
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Procedure

Sieering Linkage
Turn sieering wheel to extreme right or left
positions to determine if there is any binding
or interference (on vehicles equipped with
power slecring, engine must be nmeing).
With vehicle raised, visually inspect meezing
linkage and front end commponents for
excessive wear and/or loceeness.

Spring and Torsion Bars

Inspect general condition of springs and
wrzion bars.

Visually inspect chassis or frame for general
eondition.

Hydraulic Power Unit
Inspect for operation, luhgc and condition
of belts.
Shock Absorbers

Visually inspeet for broken or missing
shocks and any loose or broken mounting
brackets and bolts.

2

§2

Reject if:

There is any tightness, binding or
interference when turning the steering wheel
completely to the right or left. There is
excessive wear and/or looscness in any of the
following pents: wheel bearings, upper snd
Jower cross shaft end bushing, upper and
lower outer pins and bushings, idler arm,
center congrol arms, tie rod ends, drag link
ends, sieering and pitman srma, gesr box
mounting. rack and pinion mounting,
steering column mounting or secring whee]
shafi mousting; the coupler or utiversal
between gear box and sieering column is
frayed or cracked, the adjusable aolumn
Jock or latch does act bold columm securely;
the stieering or shock damper displays visible
leakage or is missing or broken.

Any front or rezr spring is noticesbly sagging
or broken or if spring shackles are
excessively worn or looss. Any torxion bar or
stabilizer bar, including mechanical linkage
is broken, disconpected, missing or bent.

(i) The front wheels are visually out of Line.

(ii) Any axic or front end sasembly is bent
or twisted.

(iii) Chassis or frame is severely rusied at
suspension attachment points

(iv) Bolts or rivews are loose, missing or it a
deterioraied condition due to rust

(v) Chassis or frame is cracked or broken.

System does not work, there are visible
leaky, or the power sysiem belt is loose or
worn.

Shock absorbers are missing on a vehicle
originally equipped with them or are broken.
Maounting bolts or mounts are broken or
loose.

Note: A leaking shock sbearber or MacPherson strut is not cause for rejec-

(¢) Lighting and refleciors. The following are the only lights that must be inspected:

Low beam headlamps (operation and alignment).

High beam headlamps (operation only).

Jan-Feb 1996
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Tail lamps.

Stop lamps.

Directional signals.

‘Traffic hazard warning lights (four-way flashers).
Backup lights.

Number (license) plate lamp(s).

TITLE 1S MOTOR VEHICLES

Do not reject a vehicle for the condition or operation of any of the following:

Side marker Lights (under 80" in width).

Any exterior beadlamps, spotlights, fog lights, etc., added on to vehicle, as long as they are

operaied on a swilch separate from the beadlamp switch.

Procedure Reject if:
Headlomps
1. All vehicles must be equipped with an 1. Headlamps are ~ ¢ of o approved rype.
approved headlamp system.
Lens is broken or possing.

Visually check operation of high and low
beadlarps.

Any filament in headlamp unit fails to light
properly. Lights can be moved easily by

hand due 10 & broken fender or Jooae suprport,
or if a good ground is not made by mounting.
Foreign maserial is placed oo head - lamps,
bens that interferes with light beam of lamp
(such as shields, painted lens, €ic.).

Note: Modification of ap origingl headlamp system must result i the replacement with a complets

spproved sysiem.

Using any spproved headlamp aiming Horizootal aim at 25 feet is tore then:

method, check aim of low beam bead - lamps

only.

— 4 inches to the LEFT or
—= 4 inches to the RIGHT
Vertical aim at 25 feet is:
— higher than 4 inches UP or
— lower than 4 inches DOWN,
2. Visually inspect only the following for 2 Lamps are ot secwrely mounted or do not

PrOpeT OpeTation and condition. - produce a steady light with gwitch on or
brake spplicd. Lamps do not operate properly
in al} switch positions.

Minimum Lighting {a) Lanmps are not of sh spproved type.
(b) Any lengs is broken, missing or
improperly £t so that white light is being
emitted.

(¢) Vehicle is not equipped with minimum
lighting requircments for its mode] year.
(d) Any letis has been repaired with
spapproved maerigl.

1952 and older mode! vehicles:

REAR
st lesst coe red iail lamp
st least one red or amber stop lamp

356 Motor Vehicles
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Procedure
1953 and newer mode] vehicles:

FRONT .
at least two amber directional signals

REAR .

al least two red or amber directional
signals

. leasr two red tail lamps

@ least two red stop lasops (1971 or
oldcr modcls, 7ed or ambey)

‘at least one white backup lamp (1969
and newer)

3.  Evary moter vehicle equipped with
directional signals most also be equipped
with an indicator lamp.

4 1966 and newer vehicles must be equipped
with @ raffic hazard warping deviee (four-
way flasher)

S. Supplementary Yightng.
Any extrdor headlamps. spotlights, fog
lights, eic., added to those originally placed
on the vehicle by the manufacturer tnust be
operated on a switch or switches separate
from the headlamp switch

6. 1987 and newer passenger cars must be
equipped with a high- mounred stop lawp on
the vertical centerline, except those with
“costom” as the make of the vehicle.

7. Bvery motor vehicle must have a rear
number (license) plaie lamp. When two bulbs
were original equipment, both must be
present and opemtional.

8.  lpsddition to the lighdng required in
paragraph 2 of this subdivisicn, vehicles 80"
of more in width must bave the following:

FRONT

Two amber clcarance lamps

One amber identification lamp (three « lamp
cluster)

EACH SIDE

Jan-Feb 1996
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Reject if:

3.  Interior indicatar lamp does not function

propexly. (If vehicle has an exterior indicator
lamp only, check for proper operaticn )

4. Not properly equipped with a traffic hazard

warning deviee which operates
independcatly of ignition or directional
signal switches.

"5, Add-on exterior lights are got o & swirch

separare from the beadlamp switch.

6. Not equipped with a high-mounted stop

lamp on the verticle centerline. Stop lamp is
not of an spproved typc, is not securely
mounted, does not function when brake is
applied. has 3 broken lens allowing white
light 1o be visible from the rear of the
vehicle, or has ahy material such as tape,
cellophape or plastic on or aver the lens,

7. Rear number (Licensc) plare lamp is notof an

approved type, is not securely mounted or
docs not iljurpinate when the tail lamps are
‘turped on,

8, Lamps are not securcly mounted or do not

produce  steady light with switch on or
brake spplied. Lamps do not operate propaly
in all switch positions.

Lamps are not of an approved type, er any
lens is broken, missing. or improperly fit so
that light is emited without passing through
the lens.

387 Moror Vehicles
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(f) Windshield and other glass.
windshield, except trailers, All must
‘multiple cracks extend, such as a “stone bruise,” shot, etc.

1.

ase

Prucedure
One amber side matker
Ome red side marker
One arber Class A reflector
One red Class A rebector

REAR
Two red clearance lamp

One red identification lamp (three —lamp
cluster)

TITLE 15 MOTOR VEHICLES

Reject if: H

Note: Mistorical vehicles lighting, In licu of inspecting headlamps and i
lamps on a vehicle registered a5 “Historical,” and bexring Historical
platcs, you may accept a Form VS-18 affidavit from the owner of
operator certifying that the vehicle is only opermcd during the daylight

bours.

Procedure

Approved Glass
Inspect windshicld and otber windows on

vehicle for presence of approved safety glass
er rigid plastic.

Tnspect windshield and other windows for
aracks or shasp edges.

Matar Vehicles

-

Windshicld or other window is broken or has
exposed sharp or jagged edges.

Every 1935 or pewer vehicle must be equipped with a
be inspected. A star is considered (o be 2 bruise from which

Reject if: ("

Vehicle is not equipped with a windshield.

Any 1935 or newer todel year vehicle is Bot
equipped with approved safety glass with an
AS-1, AS-10 or AS—14 rating in the
windshield orsn AS=1, -2, -3, -100r -
11 rating in the windows to the immediate
jeft end right of the driver. Any 1935 or
newer model year vehicle is not equipped
with approved safety glass with an AS-], -
2, -3, =4, =5, =10 or =11 rating or arigid
plassie in any remaining window if a glass er
plastic is used.

Windshield Only:

Any “siar” losger than three inches in

diamctcr is located in any area of the

wiadshicld (
There is a crack more than 11 inches long,

any part of which extends into the path of the
windshield wiper(s).

Jan-Fcb 1996
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@) Mirrors.

Procedure
Location and Mounting
Inspect mirron for proper location and
mOunLng.

Cracks - Broken - Discoloration

Inspect reflecring surface for vy cracks,
breaks or discoloration.

()

Procedure

Posinive crankcase ventilation (PCV) System

Inspect for presence of PCV system.
Cazsalytic Converter
Inspect for the preasnce of the catalytic
converter. Check o determine that the air
supply is conneced to the converter when
spplicable.
Fuel Inlet Restricior
Check the fuel inlet pipe to deterniine that
the restricwor is in its designed Jocation. (The
door which covers the hole for the fuel
pozzle is ot required to be in place.)
Exhaust Gas Recirculator Valve (EGR)
Locate the EGR valve and check 1o
determine thal the unit is securely mounted
and all vacuum hoses are connected.
Thermosiatic Air Claaner (TAC)

Inspect the thermostatic sir cleaner to
determine it is in place.

Air Injection Sysiem (AlS)
Inspect the air injection sysiem (o determine
that the original designed system is in place.

Jan-Feb 1996
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Reject if:

(a) 1967 and older mode] pot equipped with
& least one mirror, either &n interior or left
(b) 1968 and aewer model Dot equipped with
8 left outside mirror.

(€) 1970 and new made] car not equipped
with an adjustable interior mhfror unless the
vehicle is equipped with dual outside
mirrors.

(d) Truck -tracior does pot have both a lefi
snd right outside rear view mirvor.

(¢) There is 00 left and right outside mirror
on a vehicle with a permanent obstruction of
the rear window.

() Any mirror cannot be properly adjusted to
provide a clear and full view of the rear.

Any mirror is cracked, broken or discolored.

Inspect 1984 and newer gasoline-powered vehicles up to 8.500 pounds gross vehicle
weight, except for vehicles classified as homemade or custom on the certificate of registration for:

Reject if:
The PCV sysiem is missing or disconnected,

The catalytic convener is disconnecied or
removed. The air supply 1o the converter is
disconnected or removed.

The restricior is mussing; has been bent back
agxinsi the filler pipe. or has been altered in a
way which will allow the introduction of a
larger “leaded fuel” nozzle,

The EGR valve is removed. The vacuum
hoses are disconnected or removed.

The unit is tissing. Holes have been drilled
o punched in the air cleaner. Vacuum lines
are disconnected o missing. Manifold hear
pipe is disconnected or missing.

The air pump is disconnected or rernoved.
The drive belt is removed.
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. Procedure
Noie: One of two sysicms may be used:

Alr pump sysiem uses &0 &ir pumyp to inject
&ir into exhaust.
Pulse air system nsing valves and tubes to
ipdwee air ino exhaust.
Evaporative Emiszsion Control
1 Inspect the fuel evaporation control system. 1.

TITLE 15 MOTOR VEHICLES

Reject if: (
The air hoses and/or pipes are disconnected
or removed.

The divenier valve is disconnected or
removed.

.

The canister is removed of the hoses are
disconnecied or removed.

NOTE: UPON IMPLEMENTATION OF THE ENHANCED EMISSIONS INSPECTION

PROGRAM, SECTION 7921(H) IS REPEALED.
(i) Windshield Wipers
Windshield Wipers
1 Visually inspect for presence of windshield 1.
wipers or wiper.
Wiper Operation

2. Inspect for satisfactory operation and 2.
condition of wiper blades.

G) Hom.

Procedure

Hom

1. hspect for presence of horn and operstion. 1

2. Bulb- or hand - operated horn is accepable
if vehicle was originally equipped with such.

360 Motor Vehicles

Vehicle is not equipped with the pumber of
wipers with which it was originally
equipped.

Any wipe'r‘il moperative, does Dot operae
freely, or is improperly adjuned.

Any wiper blade has dead, torn or badly
worp rubber or if metal comes in cootact
with windshield.

Any wiper controls are located beyond the
reach of the driver so that be cannct readily
operate it without having 1o move from his
pormal driving potition.

Reject if:

Vehicle is pot equipped with at least one
bhorn which shall produce an sudible sound.
Hom is not securely fastened to the vehicle.
Horn bunon or sctuming deviee does not

work properly or is not within essy reach of
the driver. : (

Jan-Feb 1996
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(k) Seat belts.

b . (- Procedure Reject if:
1 Inspect for the required number of seat belts. 1. (i) 1965w 1968 models, not equipped with
&t Jeast two safety belis for the front sear,
4 (ii) 1967 and 1968 models, not agquipped
with st least ope safety belt for rear seat
for each passenger for which the rear
/ st of such vehicle was designed.
. (iii) 1969 or newer model, not equipped with
o1 Jeast one safety belt for each
PRISETECT SCAL pOsition.
2. Check scat belt function by buckling front 2. (i) Any front seat belt cannot be buckied.
seat belis, wugging on them and unbuckling

them.
(ii) Any front sext belt is pulled out of its

anchors or was pot snchored at the stan
of the inspection.

(iii) Any front scat belt unbuckles when
tugged.

(iv) Any froot seat belt cannot be unbuckled.

(v) Any automatic adjuster does not recoil.

(vi) Apy motorized belt does not activate
when the front door is closed and the
ignition is turned on.

(vii) Any motorized belt does not release

when the door is opened and the
( igniton is noed off.

Historical Note

Sec. amds. filed: Jan. 16, 1964; Oct 30, 1967; Oct. 16, 1968; April 15, 1969; Sept. 23, 1970,
Dec. 29, 1972; March 7, 1973, Oc, 27, 1975, May 11, 1976; Nov. 2, 1977; Feb. 15, 1978,
repealed, new filed June 5, 1979, amds. filed: Nov. 9, 1979, Feb. 28, 1980; April 12, 1982; Oct.
25, 1982; April 4, 1983; May 25, 1984, Jan. 29, 1985; May 16, 1985. Feb. 4, 1986; April 5,
1987; Aug. 29, 1989, Dec_ 29, 1989 as emergency messure; Feb. 26, 1990; Nov. 9, 1990; Oct.
25, 1991; Feb. 14, 1994; Feb. 16, 1996 as emergency measure; May 15, 1996 as emergency
measure; July 12, 1996 as emergency measure; Sept. 9, 1996 as emergency measure; Nov. 7,
1996 as emergency measure; Jan. 6, 1997 as emergency measure; March 7, 1997, May 5. 1997
& emnergency measure; May 19, 1997 eff. June 4, 1997. Amended (h).

bl G i ivvdrwvr=ruilover

This section contains additional requirements for the j i with a maximum
gross weight of 10,000 pounds scmu-trailers.
- . (1) The vehicles subject o inspect.ion_undcr this section are subject to
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brakes.

(2) Procedure
Inspect for Secure Hisch

1. Visually inspect hitch,

Sec. filed Jan. 16, 1964; smd. filed Dec. 29, 1972; repealed. new filed J
filed: Feb. 28, 1980; Dec, 29, 1989 as emergency messure; Feb. 26, 1990,

Nov. 28, 1990

§ 7923 Medium duty vehicles-

This section contains additiopal requirements for the inspecti
weights over 10,000 pounds up to 18,000 pounds, which shall
but not including those trucks for which the registrants reque

(a) Broke sysiem.

Procedure

1. Brake equalization. Each vehicle shall be
tesicd for brake equalitation before and afier
:wbeclispul.\ad.'l'hinnﬂmuﬂbcdmonl
hard level sufme,ﬁu&omboumneﬁﬂ
(indoors and outdoors), or 0o s brake
equalization machine. Al least one

Visually inspect the
2. Deizrmine how the
(parking and servi

ot presence of brakes on all wheels.

ance with section 79.21(s). However. do not reject a trailer for lack of

1. There are broken or grssing bolis,

TITLE I$ MOTOR VEHICLES

Reject if:

nlds.wnylmuinl.h:bi

trucks with maximum gross
own as medium duty vehicles

. Reject if: -
The vehicle fails to stop without significant
pull.

Mnnolwummmofmkc
qpﬁcﬁmcrﬁmmmumm;of
qply‘mgnn-n-viendpumghﬁum
conneciad in any way, #0 that failure oo sny
wzpmluvuth:vehichﬁmm‘
Thpﬁnzmhw;mnlunot
wmhmhuk:mwl.
There are missing or inoperative brakes on
sny wheel except for the following:

1980 or older trucks and tractors which have
three or more factory - equipped axies, in
mc-u.mymhubnknmn:ﬁwl
axle. Theae vehicles should mot be rejecied (
m:mummrm:mm

existed (ie., drums or backing plate Y

362 Motor Vehicles
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+ PO
4, Inspect for a single peda) capable of

operating all the brakes, if vehicle is
designaled as & 1954 or newer model.

¢ hoses, tubes and cotmecting
ines. Look for proper suppon. Be sure lines
a&re secure and cannot chafe on the frame,

051597

not operaie all

s on the motor velncle or
combination of vehicles. (This does no(
prohibit the use of an additiona) valve 1o
operate the trailer brakes independenily )

s There is » break, crimp or crack in any brake
hose, line, tube or connection. Any line is not
sccured or is chafed by moving patts or in

3621
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§79.23

T = RXTUNTY mfuyeorif
Linings and pads
6.  Inspect for any broken of cracked linings or 6. Lining is broken, cracked or not frmly
parts of linings which are not firmly compicicly suached, or if friction
attached. Also inspect for contamination and contaminated with oil, grease, €ic.
excessively uneven lining wear,
7.  Booded linings. Mcasure the lining thickness 7. Thinnes: point is leas than inch
( & the thinnest point,
8.  Boked orriveted linings. Inspect for loose o~ 8. Any rivets or bolts are or missing.

issing bolis or rivets. Mcasure lining’s
thickness.

Drums and rotors
9.  Discs— Inspect discs for mechanical damage
and cracks exiending 10 the edge.
( 10

Drums — Inspect friction swiace for eracks
cxwending 10 the open edge or drum or if §
bas techanical damsge other than
wear or the surface is conaminsted.

11.
12.

13.
depress podal under normal foot

(if vehicle is equipped with power
engine should be naming for this

ure.
Power—assisied systems. With engine off,
apply beakes several times to deplete rescrve
supply.
Put foot on pedal and stan engine.

Air brake sysiems.
Inspect lines. valves, finings and air
chambers for leaks.

15,

n
12

13.

14,

15.

should b taken at a point nesrest the center

disc is broken or has aracks on the
friction surface extending to the open edge o
if the mounting boles are elongaied. (Heat
check cracks not extending to the open edge
may be ignored.)

Drum has a erack oo the friction surface
extending o the open edge or oo the outide
of the drum, particularly al the drum
mounting srea. (Heat check eracks ot
extending 1o the open edge may be ignored.)
There is evidence of mechanical damage
other than normal wear, or the mounting
holes xre clongated or the friction surface is
contmingted with grease, oil, e

Wheel cylinders, lines or calipers have
visible leaks.

Master cylinder leaks or reservoir is not full
to its designed capacity.

Pedal reserve is less than ¥ of the possible
trave! or manufacturer’s specificatons; brake
pedal does not bold its position for at beast 60
seconds without dropping; leaks are visible.

Pedal does not drop slightly whes engine
sarns.

If the air pressure does Dot mmintain between
80 and 90 psi. (perform this test for | minute

T

Jan-Feb 1996
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- sy ey
Note: The following fwmdmoumh:nwefm performing this test:
—=-governor is cut in;
— FestTvOir pressure is between 80 and 90
pei.
—engine is ot idle; xnd
—service brakes are fully applied.
16.  Inspect air pressure safety relief valve, 16.  Air pressure safety relief is not pfsen
ension and condition of compressor drive docs 0ot operaie on systems yifich can be
belts; check air inwke clexner, chacm.(Scuvnlvu ‘pedmthn

17, Air and vacuum warning sysicm gauges — 17.  Gauge is gfising or inopermzive. Vehicle is
make a series of bew).. gpplications until low bt equipfped with either an sudible or visible
pressure warning signal operstes. device to readily indicate 10 the

the lack of sufficicnt assist to swop the

cle (a gauge does ot satisfy this

Warning system does pot provide a
contibuous warning once activated or does
DOt activaie when pressure drops:

(i) to manufacuurer's specifications, if
koown, or

(ii) below 60 pounds per square imch (42.4
kg/sq cm), if manufactyrer's specifications
are unknown.

Vacuum System:

Warning system doet hot activate whep the
VACUW Teservoir has leas than eight inches
of mercury.

Trailer is pot equipped with breakaway
brakes which automarically spply upon
scpantion from the towing vehicle.

Of presence of & TACtor protection 19, Vehicle is not equipped with ap automaric
towing vehicles manufactured after breakaway sysiem (tractor protection valve)
30, 1953, s0 that the service brakes oo the truck or
tractor can still operate if the truiler
sepanates. This valve must sutomatically
operais within a pressure range of 20-45 psi
(14.1-31.8 kg/sq cm). Where menual
operation is permined, this coatro) shall be

18.

19.

T
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( :

Procedure

A. Condition in pigge hooks assembly

20 pervent. If wear can be seen when the hook and eye led, it is due 1o either this

condition or the eye condition described in Note 2.
B. Operation daes ot work

2. Dmwber/Towbar Eye

A. Condition =Any cracks in anachment welds
i. Mounting =Any mussing or incfiective fasteners
il. Integrity ~Any cracks

- Section reduction visible when coupled (sec
Note 3)

Note 2: The eye should not be 1o beyond 20 peroent of its original cross section thickness. If

A. Any crwcks.

B. Movement of ¥ inch or tmore berween
subframe and drawbar at point of snachment.

of safety chains A. Missing
(i) Chains and books —Worn to the extent of 8 measuresble reduction
i link cross section.
= Incapable of secure stiachment.

— lmproper repairy, including welding, wire,
Enall bolts, rope and tape.

« (ii) Cabie — Kinked or broken eable strands.
= Incapable of secure attachment

T T A A —
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i YT

Procedure ' Ruject if:
Exhaust system (tracior -trailer combinations only).

1. Visually inspect for presence, condition and 1. Vehicle has no muffier, cpif
location of exhaust sysiem. i

§ excessive vidration of exhaust line,
is leakage of exhaust gases a1

a. Manifold gasket.

b. Manifold and exhaust pipe gas.

¢. Muffler and mufTier connection.

d. Any point in exhaust pipe snd il pipe.
Exhaust systemn is 50 located as would be
likely to result in bumning, charring or

damaging the electric wiring, fuel supply or
any combustible part of the vekicle. -

Exhanst system does not discharge (o the

stnospbere at 8 locanon Lo the rear of the cab B
(if the exhanst projects sbove the cab, it must

be near the rear of the cab). Motor vehicles

engaged in the ransporisbion of inflammable
Liquids are excluded from the requurements

of this regulstion.

Historical Note

Sec. amnds. filed: May 31, 1968; Dec. 18, 1969; repealed, new filed Dec. 29, 1972; amd. filed
Jan. 31, 1973; repealed, vew filed June 5, 1979; amds. filed: Nov. 9, 1979; April 9, 1987; Aug
29, 1989 Dec. 29, 1989 as emergency measure; Feb. 26, 1990; Nov. 9, 1990; Nov. 30, 1990 as

n - T

§ 79.24 Vehicles subject to exhaust emissions inspection and procedure.

(a) Applicabiliry. ~All gasoline-powered motor vehicles which are registered in the New (
York Meuopolitan Air Region are subject to & test of the vehicle exhaust emissions as part of the
annual vehicle inspection. A vehicle required 1o have an exhaust emissions inspection under these
regulations may only be inspected at an official emissions inspection station. No other classifica-
tion of inspection station may conduct inspections for vehicles requiring emissions inspection
unless 2 Temporary Cenificate of Emissions Waiver (form VS-1078) has been issued for the
vehicle and is presented to the inspection station.
(b) Swandards. (1) The New York Suae Department of Environmenta Conservation, in k
consultation with the Department of Motor Vehicles, shall esiablish and modify periodically
the standards of hydrocarbon and carbon monoxide levels allowable in the exhaust emissions
of vchicles subject to the exhaust emissions test.
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(2) The New York State Depanment of Environmental Conservation has established the
following emissions limits:

) Carbon monaxide (CO) limit— ocarbon (HC) bimit—
Vehicle model year cannot be more than Mcml be more than
Heavy duty
Light dury 8500 8,501 lbs. or
Bbs. or less more
1969 or older 7.0% $00ppm
1974 md older 197010 1973 6.0 700ppm
1974 10 1978 45 600ppm
197510 1978 1979 or pewer 30 300ppm
1979 or 1980 25 300ppm
1981 and newer 12 20ppm

(3) Each time an emissions test is performed, the testing equipment checks the sarnple for
validity. A test will be considered invalid if combined carbon movoxide and carbon dioxide
ermnissions are less than six percent when measured using the test procedure. An invalid test
constitutes an emissions inspection failure until a valid satuple can be obtained.

. (4) These limits shall be posted conspicuously i each official emissions inspection station
using form VS-32 (emissions test limits).

(¢) Test procedure. “Emissions Inspection Procedure™ (V5-28) and in general consist of
entering appropriate vehicle data into the computerized vehicle inspection system, placing a
probe into the vehicle exhaust system while the engine is idling, and activating the system. The
sysiem will measure the bydrocarbon and carbon monoxide levels and indicate if the vehicle has
passed or failed the emissions test. The system will print out the results. A copy of the printout
pust be given to the cusiomer. One copy must be retained by the inspection station for two years.
Af emissions test will be considered invalid if the computerized vehicle inspection system
indicates an invalid test reading or the New York State certified inspector is unwilling to place the
ernissions probe in the vehicle’s exhaust system because the exhaust system is bot within two feet
of the rear of the vehicle, or is not within six inches from the side of the vehicle.

(d) Effect of failure of emissions 1es1.  All gasoline-powered vehicles must pass the exhaust
emissions test in order for an inspection certificate to be issued. If the vehicle fails to pass either
the emissions test or the safety inspection, or both, an inspection rejection potice must be
compieted and given to the operator. A certificate of inspection cannot be issued until appropriate
repairs are made to reduce the exhaust emissions level to within the set standards or unil
appropriate repairs are made 1o the failed safety intpection items or both.

(¢) Reinspecrion. 1If a vehicle fails both the safety AND emissions portions of the inspec-
tion, and is removed from the inspection station for repairs, that inspection swtion or any other
inspection station must conduct a full inspection and charge a full inspection fee for the reinspec-
tion of the vehicle. If a vehicle fails the safety portion of an inspection but passes the emissions
portion, and is removed from the inspection station for repairs, and is brought back to the same
inspection station within 30 days, the inspection station shall charge the safety portion of the
inspection fee as set forth in section 79.7(c) of this Part. 1f a vehicle passes the safety porion of
the inspection but fails the emissions portion, and is removed from the inspection sution for
repairs, and is brought back to the same inspection station within 30 days, the inspection sation
shall conduct only the emissions portion of the inspection and shall charge only the emissions
portion of the inspection fee as set forth in section 79.7(c). An inspection station other than the
one which did the original inspection must perform & full inspection on the vehicle presented for
feinspection. An inspection station 1o which a vehicle is presented for reinspection more than 30
days after rejection must perfore a full inspection.
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NOTE: UPON IMPLEMENTATION OF THE ENHANCED EMISSIONS INSPECTION
PROGRAM, SECTION 79.24 IS REPEALED AND A NEW SECTION 75.24 IS ADDED TO
READ AS FOLLOWS:

§ 79.24 Vehicles subject to emissions inspection and procedure.

(2) Applicability. All non-exempt motor vehicles, which are registered in the NYMA are
subject 10 a test of the vehicle exhaust emissions as part of the annual vehicle inspection. A
vehicle required to have an exhaust emissions inspection under these regulations may be in-
spected only & an official enhanced emissions inspection station. No other classification of
inspection station may conduct inspections for vehicles requiring emissions inspection unless a
lemporary certificate of emissions waiver (form VS-1078) has been issued for the vehicle and is
presented to the inspection station,

(b) Pre-emission inspection safety check. (1) Each vehicle subject to enhanced emissions

tansient west will first be visually inspected for the following unsafe conditions:

(i) Fuel leaks—all fuel leaks in or around engine area, fuel tnk or lines, to such a
degree as to cause wetness or pooling of fuel. .

(ii) Exbaust system—missing sections which would prohibit collection of exhaust
sample.

(iii) Tire read—for vehicles tested o the dynamometer, the station sbould assure thar
the tires that will be on the dynamometer are in good condition and well inflated. Temporary
tires (¢mergency spares) are nol acceptable.

(iv) [Excessive internal engine noise.

(v) Coolant leaks (same requirements as fuel leaks).

(vi) Qil leaks (same requircments as fuel ieaks),

(2) Each vehicle subject to the enhanced emissions idle test will first be visually inspected
for: exhaust system — missing section which would prohibit collection of exhaust sample.

(3) Vehicles found having any of the conditions in paragraph (1) of this subdivision shall

not be inspecied. This refusal shall not constitute an inspection, no ingpection fee shall be
charged, and the station should instruct the motorist that he/she must return the vehicle in 3
repaired condition in order 1o get inspected.
(c) Stwandards. (1) The New York Stae Department of Environmental Conservation in
consultation with the Deparument of Motor Vehicles shall establish and modify periodically the
standards of hydrocarbon, carbon monoxide and oxides of nitrogen levels allowable in the
exhaust emissions of vehicles subject to the high enhanced exhaust emissions test.

(2) The test limits established by the New York State Department of Environmental
Conservation in 6 NYCRR 217-1.3 and 217-1.4 must be used when performing a high
enhanced emissions test.

(3) Each tme a high enhanced emissions test is performed, the testing equipment checks
the sample for validity. A test is invalid if combined carbon monoxide and carbon dioxide
emissions are less then six percent when measured using the test procedure. An invalid test
constitutes an emissions inspection failure until a valid sample can be oblained.

(d) High enhanced emissions idle test procedure. The test will specifically follow the
“Enhanced Emissions Inspection Procedure™ (VS-28) and in general consist of enteTing appropri-
aie vehicle data into the computerized vehicle inspection system, getting information from the
DMY daus files including recall stops, placing a probe into the vehicle exhanst system while the
engine is idling, and activating the system. The sysiem will measure the hydrocarbon and carbon
monoxide levels and indicate if the vehicle has passed or failed the emissions test. The system will
print out the results including warranty information. A copy of the print out must be given to the
cusiomer. An emissions 128t will be considered invalid if the computerized vehicle inspection
sysiem indicates an invalid test reading.

(e) HMigh enhanced emissions dynamometer test procedure. The test will specifically follow
the “High Enhanced Emission Inspection Procedure™ (VS-28) and in general consist of entering
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appropriate vehicle data into the computerized vehicle inspection system. geuting information
from the DMV data files including recall stops, placing the vehicie on the dynamometer, placing a
probe into the vehicle exhaust system and driving a computerized trace. The sysiem will measure
the hydrocarbon, carbon monoxide and oxides of nitrogen and indicate if the vehicle has passed or
failed the emission test. The system will print out the results including warranty information. A
copy of the print out must be given 1o the customer. An emission test will be considered invalid if
the computerized vehicle inspection system indicates an invalid test reading.

() Effect of failure of high or low enhanced emissions test. (1) Subject vehicles must pass
the appropriate emissions test in order for an inspection centificate to be issued. If the vehicle
fnilswpnseimumeeminimmxuapsuplcu(lowmhmud;unpmtispmof
emissions) or the safety inspection, or combination, sn inspection rejection notice must be
given to the operator. A certificate of inspection cannot be issued until ApPTOprisic repairs are
made 1o reduce the exhaust emissions Jevel 1o within the test limits or until appropriate repains
are made 1o the failed safety inspection items or both or until it qualifies for a wxiver.

(g) Reinspection (low enhanced emissions inspection). 1f a vehicle fails a safety or emis-
sions inspection, and is not removed from the station for repair, there shall be no charge for
reinspection of such vehicle. If a vehicle fails both the safery and emissions portions of the
inspection, and is removed from the inspection station for repairs, that inspection station or any
otber inspection siation must conduct & full inspection during the reinspection of the vehicle. If a
vehicle fails the safety portion of an inspection but passes the emissions portion., and is removed
from the inspection station for repairs, and is brought back to the same inspection station within
30 days, the inspection siation may charge only the safety poruion of the inspection fee as set forth
in section 79.7(c) of this Part. If a vehicle passes the safety portion of the inspection but fails the
emissions portion. and is removed from the inspection swation for repairs, and is brought to the
same or any other inspection station within 30 days, the inspection station shall conduct only the
emissions portion of the inspection and may charge only the emissions portion of the inspection
fee as set forth in section 79.7(c) of this Part. An inspection station to which a vehicle is presented
for reinspection more than 30 days after rejection must perform a full inspection.

(h) High enhanced emission reinspection fees. 1 a vehicle fails a safety, emissions or gas
cap portion of the inspection, and is not removed from the siation for repair, there shall be no
charge for reinspection of such vehicle. If & vehicle fails a safety or emissions Of gas cap portion
of the inspection and is removed from the inspection station for repairs, that inspection station or
any other sation must conduct a full inspection on the failed portion during the reinspection of the
vehicle and may charge according to the following chart:

, REINSPECT
FAILS PASSES MUST REINSPECT CHARGE
safety emissions, gas cap safety 510
emissions safety, gas cap cmissions $25
§as cEp mfety, emussions gas cap $4
safety, emissions §as cap safety, emissions $35
safety, emissions, gas cap - wafety, emissions, gas cap $35
mfety. gas cap eitsions safety, gas cap 37]
emissions, gas cap safety emissions, gas cap 25

An inspection station to which a vehicle is presenied for reinspection more than 30 days afier
rejection must perform a full inspection. )

(i) ‘The following items in addition to 8 high enhanced idle or dynometer test must be passed
for a high enhanced emissions inspection. The following ilems must be passed for a low enhanced
emissions inspection.
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Emission Control Devices,

TITLE 15 MOTOR VEHICLES

Except as provided in subsections 1, 2. 4, 8 and 9, 1984 and newer gasoline-powered vehicles up
to 8.500 pounds gross vehicle weight, except for vehicles classified as homemade or custom on
the centificate of registration must be inspected for:

Procedure
Positive Crankcase Ventilation (PCV) System

1. Presence of PCV system for mode! year 1968
or pewer vehicles,

Caalync Converter

2 Presence of the catalytic cooverter in mode)
year 1975 or newer vehicles. Check to
determine that the air supply is connected to
the converier when applicable.

Fuel Inlet Restricior

3. Check the fuel inlet pipe w determine tha
the restrictor is in its designed location. (The
door which covers the hole for the fuel
pozzle is ot required to be in place.)
Exhaust Gas Recirculator Valve (EGR)

4, For mode!] years 1973 and newer, secure
mounting of the EGR valve and propet
connection of boses.

Thermosiatic Air Cleaner (TAC)

5. Proper placement of the thermontatic sir

cleaner.

Air Injection Sysiem (AlS)
6. Presence of oniginal designed air injection
sysem.
Note: One of two systerns may be used:
Air pump system uses an air putop o inject
air into exhaust.
Pulse air systemn using valves and tubes 1o
mduce air into exhaust,
Evaporative Emission Consrol
2. The fuel evaporation control system.

Gas Cap Tesur
8+ Inthe high enhanced emissions area vehicles
25 mode! years and newer, except for
wehicles classified a8 bomemade or custom,
the vehicle gas cap shall be tested using an
spproved New York Department of
Environmenta! Conservation gas cap tester.
8b.  In the low enhanced emissions srea all non-
exempt vehicles except for vehicles
classified as homemade or custom, the
vehicle gas cap shall be present.
On-Board Diagnostics (OBD)
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Reject if:

The PCV gysiem is missing or disconnecied.

The catalytic convener is disconnected or
removed. The air supply 1o the converter is
discotnected or removed.

The restrictor is missing; hac boen beat back
against the filler pipe; or has been ahered in a
wiy which will allow the introduction of a
larger “leaded fuel” nozzle.

The EGR valve is removed. The vacuum
bowes xre disconnecied or removed.

The unit is misring. Holes bave been drilied
or punched in the air cleaner. Vacuutn lines
wre disconnected or misxing. Manifoid beas
fpipe is disconnected or missing.

The air pumyp is disconnecied or removed.
The drive belt is removed.

The air boses and/or pipes are disconnecied
or removed.

The divener valve is disconnected or
removed.

The canister is removed or the hoses are
disconnecied or removed.

Gas cap tesier indicates failure or the gas cap
is missing.

Gas cap is tissing, broken or cracked.

0532197

c
(




CHAPTER 1 COMMISSIONER'S REGULATIONS §$§78.25

Procedure Reject if:

9. All 1996 mode)] year and newer vehicles 9. MIL fails to light with the ighitiod key on,
shall be checked for the operation and . engine off nd/or if MIL Light is lit with
activation of the on-board diagnostic engine running. A molorist must be old to
malfunction indicator light (MIL). have the vehicle repaired or returned o the

dealership for possible warranty. Do pot fail
the vehicle.
Historical Note

Sec. amds. filed: Jan. 16, 1964; July 13, 1964; March 7, 1973; repealed, filed June 5, 1979,
sew filed Dec. 17, 1980, amds. filed: April 30, 1981; Dec. 31, 1981; Oct. 25, 1982; July 29,
1983; Jan. 29, 1985; Sept. 20, 1985; Dec. 6, 1985 as emergency measure; Feb. 4, 1986, Dec.
29, 1989 as emergency measure; Feb. 26, 1990; Nov. 9, 1990; Oct. 25, 1991; Nov. 15,1994 as
eoetgency messure; Feb. 13, 1995 a5 emergency measure; April 17, 1995 as emergency
measure, expired 60 days afier filing; Aug. 1, 1995 as emergrocy measure, Oct. 27, 1995 as
emergency measure; Dec. 22, 1995 as emergency measure, expired 60 days sfier filing: Feb.
16, 1996 as emergency measure; May 15, 1996 as emergency messure; July 12, 1996 &
emergency measure; Sept 9, 1996 as emergency measwre; Nov. 7, 1996 as emergency
measure; Jan. 6, 1997 as emergency measure; Mareh 7, 1997 a3 emergency measure; May §,
1997 as emergency measure; May 19, 1997 eff. June 4, 1997. Repealed, new filed upon
implementation of Enhanced Emissions Inspection Program.

§79.25 Emissions inspection waiver.

(a) Effective January 1, 1991, if a vehicle fails, after proper procedural repair, the reinspec.
tion of the emissions porion, 8 centificate of inspection must be offered by the official emissions
inspection suation if all of the following conditions are met:

(1) the safety inspection has been passed;
(2) all emissions control devices have passed inspection;

(3) all required repairs and adjustments as noted in section 79.26 of this Part have been
properly made and documented,
(4) there has been at least a 25 percent reduction in the pollutant(s) for which the vehicle
originally failed the ermissions test;
(5) the repairs or adjustments have pot resulted in the emissions retest being invalid or in
the passing pollutant now going beyond the test limits; and
(6) both the original inspection and the reinspection were conducted at the same inspection
station.
(b) If all of the ahove conditions are meL, the emissions analyzer sysiem will allow the
inspector to issue an inspection certificate for the vehicle.
(¢) The commissioner or an agent of the commissionet reserves the right to inspect a vehicle
before or after the waiver is issued to verify that proper procedural repairs have been made.

UPON IMPLEMENTATION OF THE ENNANCED EMISSIONS INSPECTION PRO-
GRAM, SECTION 79.25 IS REPEALED A NEW SECTION 79.25 IS ADDED TO
READ AS FOLLOWS:

§ 79.25 High enhanced emissions inspection) waiver.

(a) If a vehicle fails, afier proper repair, the rejnspection of the emissions portion, a centificate
of inspection must be offered by the official emipsions inspection swtion if all of the following
conditions are met:

(1) The safety inspection has been passed.
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(2) All emissions control devices have passed inspection. The cost for replacement of
missing emistions control devices or warranty repairs does not count towards the emissions
waiver cost limits.

(3) Repairs and adjustments have been properly made and documented and cost at least
$450 in 1998. Provided, however, that after January 1999, the waiver amount will be adjusted
10 account for increases in the CPI since January 1989 and will be adjusted each year aficr 1999
in accordance with the CPI.

(4) The repairs or adjustmenis have not resulted in the emissions re-test being invalid or in
the passing pollutant now going beyond the test limits.

(b) If all of the above conditions sre met, the emissions analyzer sysicm will allow the
inspector to issuc an inspection certificate for the vehicle,

(c) The commissioner or an agent of the commissioner reserves the right to inspect a vehicle
before or after the waiver is issued to vexify that proper repairs costing at least $450 have been
made and have been documented.

Historical Note

Sec. filed July 25, 1975; repealed, filed June 5. 1979. pew filed: Jan. 28, 1981 as emergency
measure, expired 60 days after filing; Dec. 31, 198]; amd. filed Aug. 29, 1989, repealed. new
filed Nov. 9, 1990; amds. filed: Oct. 25, 1991; Nav. 15, 1994 a3 emergency measure; Feb. 13,
1995 as emergency measure; April 17, 1995 as emergency measure, expired 60 days afier
filing. Aug. 1, 1995 as emergency measare; Oct. 27, 1995 as emergency measure; Dec. 22,
1995 as emergency measure, expired 60 days afier filing; Feb. 16, 1996 as emergency
measure, May 15, 1996 as emergency measure; July 12, 1996 as emergency measure; Sept. 9,
1996 as emergency measure; Nov. 7, 1996 as cxmergency measure; Jan. 6, 1997 as emergency
measure; March 7, 1997 as emergency measwre; May 5, 1997 as emergency measure; May 19,
1997 cff. Junc 4, 1997. Amended (a); repealed, pew filed upon implementation of Enhanced
Emissions Inspection Program.

§79.26

Historical Note

Sec. filed Dec. 31, 1981, repealed, new filed Nov. 9, 1990; amds. filed: Avg. 1, 1995 as
emergency measure, Oct. 27, 1995 as emergency measure; Dec. 22, 1995 as emergency
measure, expired 60 days afier filing; repealed, filed: Feb. 16, 1996 as emergency measure,
May 15, 1996 as emergency measure; July 12, 1996 as emergency measure, Sept. 9, 1996 as
emergency measure; Nov. 7, 1996 as emergency measure; Jan. 6, 1997 a2 emergency measure;
March 7, 1997 as emergency measure; May 5, 1997 as emergency measure; May 19, 1997 eff.
June 4, 1997.

QPO e pirryeirei P —

This section comprises the safety inspection or the safery portio
inspection for all trucks and trailers with maximum
trucks and trailers over 10,000 pounds MG
inspection, all tractors, all e

ly and emissions
over 18,000 pounds, those
ch the registrants requested heavy vehicle
passenger vehicles with seating capacities of more

Note ]: Any sdditional axle or axles (tag axies) on & vehicle must be in-
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